ve

Living unit: Generic

No.

ITEM

not in

n/a

Building Elements - Doors (Does not apply to Living Unit entrance)

The colour of doors contrasts with the colour of the surrounding walls

N

Doors have a non-reflective satin or matt finish

w

The colour of door handles contrasts with the colour of doors

EN

Door furniture has a non-reflective finish

o

Door handles are easy to operate (D-shape, L-shape, lever handle)

(o2}

Doors open with minimum pressure

~

Thresholds are flush with general floor level

©

Doors have a clear opening more than 800mm wide

OlO0OIO1O0[O1O10] 0O

OlO0OIO1O0[O1O10] O

OlO0OIO1O0[O1O10] 0O

OlO0OIO1O0[O1O10] O

Environmental Design

9 Windows have locks

10 Windows can be opened by easily operated controls fixed more than 750mm and less than 1200mm from floor level

11 Fitted lights closest to the windows can be switched on and off independently of lights furthest from windows

12 Light bulbs can be replaced from floor level

13 Living units have a radiator or under floor heating

14

OlOIO1O0[O1O]| O

OlO1O1O0[O1O]| O

OlO1O1O0[O1O]| O

OlO1O1O0[O1O]| O

Services and Systems

16 Electrical sockets are more than 450mm and less than 1200mm from floor level

O

O

O

O

17 Light switches are more than 1000mm and less than 1200mm from floor level

O

O

O

O




ve

Entrance
No. ITEM yes no ::; in n/a
Layout
1 The living unit entrance is in a visible position O O O O
2 The living unit entrance is in a recognisable position [Glossary 1.01] O O O O
3 The living unit entrance is set back from the main travel route providing a space which an be personalised O O O O
4 There is space around the living unit entrance for plants or flowers O O O O
5 The distance between the opening edge of the front door and any adjacent wall is more than 300mm [Glossary 1.02] O O O O
Building Elements
6 The colour of the front door on the outside contrasts with the colour of the surrounding walls O O O O
7 The front door has a non-reflective satin or matt finish O O O O
8 The numbering on the front door is raised O O O O
9 The colour of the door handle to the front door contrasts with the colour and/or tone of the door O O O O
10 The door handle on the front door has a non-reflective finish O O O O
11 The door handle on the front door is easy to operate (D-shape, L-shape, lever handle) O O O O
12 The front door locking system is easy to operate (e.g. fob) [Glossary 2.01] O O O O
13 The front door lock is positioned above the door handle O O O O
14 The front door opens with minimum pressure or is power-assisted [Glossary 2.04] O O O O
15 The front door closers incorporate a delay and final damping [Glossary 2.05] O O O O
16 The front door closers are connected to the fire alarm [Glossary 2.06] O O O O
17 The entrance threshold is flush with general floor level O O O O
18 The entrance mat to the living unit is recessed O O O O
19 The front door has a letter box O O O O
20 o O O O
21 o O O O
22 The front door has a door bell O O O O
2 o O O O
24 The front door has an eyehole O O O O
2 o O O O




26 The front door has an eyehole suitable for a wheelchair user at more than 1150mm and less than 1250mm from floor level

27 The front door opening is more than 800mm wide

Fittings

28 Shelving is provided outside the living unit entrance

O

O

O

O

29 The area around the living unit entrance has been personalised

O

O

O

O

Environmental Design

30 The living unit entrance is illuminated day and night

31 The living unit entrance is illuminated with down lighters

32 The light fittings conceal the light source from view

33 The living unit entrance electric light illuminance is more than 300 lux

Ol1O0[O0]10

Ol1O0[O0]10

Ol1O0[O0]10

Ol1O01O0]10

Services and Systems

34 The scheme front door has an entry phone system

O

O

O

O

Finishes

35 The external floor finishes around the living unit entrance are non-slip

36 The internal floor finishes around the living unit entrance are non-slip




ve

Alternative entrance

No.

ITEM

yes

no

not in
use

n/a

Layout

The distance between the opening edge of the door and any adjacent wall is more than 300mm

Building Elements

N

The colour of the alternative entrance contrasts with the colour of the surrounding walls

w

The alternative entrance has a non-reflective satin or matt finish

EN

The colour of the alternative entrance handle contrasts with the colour of the door

o

The door handle on the alternative entrance has a non-reflective finish

(o2}

The alternative entrance handle is easy to operate (D-shape, L-shape, lever handle)

~

The alternative entrance locking system is easy to operate

©

The alternative entrance opens with minimum pressure

©

The alternative entrance threshold is flush with the general floor level

10 The alternative entrance opening is more than 800mm wide

OlO[O1O[O1O]1O[0O]10O

OlO[O1O[O1O]1O[0O]10O

OlO[O1O[O1O]1O[0O]10O

OlO[O1O[O1O]1O[0O]10

Environmental Design

The alternative entrance is illuminated day and night

12 The alternative entrance is illuminated with down lighters

13 The light fittings conceal the light source from view

14 The alternative entrance door illuminance is more than 300 lux

Ol1O0[O0]10

Ol1O0[O0]10

Ol1O0[O0]10

Ol1O01O0]10




ve

Hall
No. ITEM yes no notin n/a
use
Layout

1 There is space inside the hallway to stand a wheelchair/zimmer framel/trolley [Glossary 1.03]

2 There is general storage space off the hallway

O

O

O

O

3 There is space inside the hallway for a wheelchair turning circle more than 1500mm [Glossary 1.04]

Fittings

4 There is a shelf inside the hallway to rest objects on

O

O

O

O

5 The hallway has fitted coat hooks more than 1050mm and less than 1400mm from floor level

O

O

O

O

Environmental Design

6 The hallway has natural light

10 There are shading devices on S, E, W facing windows

1"

13 The hallway has natural ventilation

14

16 The hallway light fittings conceal the light source from view

17 The hallway light can be switched on and off from either end of the hallway

18 The hallway has emergency lighting [Glossary 4.01]

19 The hallway entrance electric light illuminance is more than 200 lux

20 The hallway has a radiator or underfloor heating

21

22

23 There are no wall-mounted electric heaters present

24 There are no portable electric heaters present

OlO[O1TO[OlO]OIO1O[O1O[O]l1O]O1O]1O0[0O0]10]0

OlO[O1O[OlO]OIO]1O[O1O[O]lO]O1O]1O0[O0]10]0

OlO[O1O[OlO]OIO]1O[O1O[O]lO]O1O]1O0[O0]10]0

OlO[O1O[OlO]OIO]1O[O1O[O]1O]O1O]1O0[O0]10]0




25 The hallway background temperature is more than 21 and less than 23 deg C

O

O

O

O

Services and Systems

26 There is an alarm call in the hallway

27 The hallway has a smoke detector

28 The hallway is provided with plug sockets

29

30 The hallway light switches are visible in the dark

31 The hallway light switches are more than 1000mm and less than 1200mm from finished floor level

OlO1O]1O0[O0]10

OlO1O]1O0[O0]10

OlO1O]1O0[O0]10

OlO1O]1O0[O0]10

Finishes

32 The hallway is painted in a light colour with a matt finish

O

O

O

O




Ve

Lounge

No.

ITEM

not in

n/a

Layout

There is space for a bookcase, TV, CD/music player and a computer desk in the lounge

N

There is space in the lounge for a minimum of four people to sit down within a 3.5m diameter without rearranging furniture

w

There is space in the lounge for a sitting area with comfortable chairs near the TV and telephone within reach

EN

There is space inside the lounge entrance for a wheelchair turning circle more than 1500mm in diameter

o

The distance between the opening edge of the door and any adjacent wall is more than 300mm (Do not score this item if Lounge

combined with Hall)

Ol1O0[O]10| O

Ol1O0[O]10| O

Ol1O0[O]10| O

Ol1O0[O]10| O

Building Elements — Door (Do not score these items if Lounge combined with Hall)

(o2}

The colour of the lounge door contrasts with the colour of the surrounding walls [Glossary 2.02]

~

The lounge door has a non-reflective satin or matt finish

©

The colour of the lounge door handle contrasts with the colour of the lounge door [Glossary 2.03]

©

The door furniture on the lounge door has a non-reflective finish

The door handle on the lounge door is easy to operate (D-shape, L-shape, lever handle)

The lounge door opens with minimum pressure

The lounge threshold is flush with general floor level

The lounge door has a clear opening more than 800mm wide

OlO0OIO1O[O1O10] O

OlO0OIO1O0[O1O10] 0

OlO0OIO1O0[O1O10] 0O

OlO0OIO1O0[O1O10] O

Building Elements — Balcony/Veranda

The lounge leads onto a balcony/veranda

Ol1O0[O10]0

Ol1O0[O10]0

Ol1O0[O10]0

Ol1O0[O10]0

Environmental Design

9

The lounge has natural light

20

21

22

23

Ol1O0[O10]0

Ol1O0[O10]0

Ol1O0[O10]0

Ol1O0[O10]0




24

25

26

27

28

29

30 There are shading devices for S, E, W facing windows [Glossary 4.10]

31

32

33 The lounge has natural ventilation

34

35

36 Fitted lights closest to the windows can be switched on and off independently of lights furthest from windows

37 The artificial light in the lounge is well distributed with no areas of deep shadow

38 The lounge light fittings conceal the light source from view [Glossary 4.11]

39 The lounge light bulbs can be replaced from floor level

40 The lounge lighting can be dimmed

41 The electric light illuminance is more than 200 lux

42 The lounge has a radiator or under floor heating

43

44

45 There are no wall-mounted electric heaters present [Glossary 4.14]

46 There are no portable electric heaters present

47 The lounge background temperature is more than 21 and less than 23 deg C

OlO[O1O[OlO]O[O1O[OlO]O1O]1O0[O0O]1O[O1O]O1O0O]1O0[O0O]10][0

OlO[O1O[OlO]O[O1O[OlO0O]O1O]1O[O0]lO[O1O]O1O0O]1O0[O]10][0

OlO[O1O[OlO]lO[O1O[OlO]O1O]1O0[O0OlO[O1O0O]O1O]1O0[O]10][0

OlO[O1O[OlO]lO[O1TO[OlO]O1O]1O[O0O]1O[O1O0O]O1O]1O0[O0O]10][0

Services and Systems

48 The lounge has an alarm call

49 The lounge has a smoke or heat detector

50 The lounge’s telephone point(s) is adjacent to an electrical socket

51 The lounge’s TV aerial point(s) is adjacent to an electrical socket

52 The electrical sockets can be reached without having to move the lounge furniture

53 The lounge’s electrical sockets are more than 450mm and less than 1200mm from floor level

OlO[O]1O0[O0]10

OlO[O]1O0[O0]10

OlO1O]1O0[O0]10

OlO[O]1O0[O0]10




54 The lounge light switches are visible in the dark

55 The lounge light switches are more than 1000mm and less than 1200mm from floor level

Finishes

56 The lounge is decorated in a light colour with a matt finish

o O O O




Kitchen

No.

ITEM

not in

n/a

Layout

The kitchen has a fridge

N

The kitchen has a freezer

w

The kitchen has a washing machine

EN

The kitchen has tumble drier

o

The kitchen has a dishwasher

(o2}

The kitchen has a microwave

~

The kitchen has enclosed storage space for food

©

The kitchen has enclosed storage space for utensils

©

The kitchen has storage space for crockery

The kitchen has enclosed storage space for cleaning equipment

The kitchen has a paper recycling container located in a cupboard or beneath a worktop

The kitchen has a glass recycling container located in a cupboard or beneath a worktop

The kitchen has a compostable waste recycling container located in a cupboard or beneath a worktop

The kitchen has a waste bin located in a cupboard or beneath a worktop

The kitchen has space for a table and dining chairs

The kitchen has space for four people to sit down and have a meal

The kitchen has space for more than 1 person to be involved in food preparation

There is space inside the kitchen for a wheelchair turning circle more than 1500mm in diameter

The distance between the opening edge of the door and any adjacent wall is more than 300mm (Do not score this item if Kitchen
combined with Lounge)

OlO[O1O[O1O]O1O]1O[O1O[O1O]O1O]1O0[O0]10| 0

OlO[O1O[O1O]O1O]1O[O1O[O1O]O1O]1O0[O0]10| 0

OlO[O1O[O1O]O1O]1O[O1O[O1O]O1O]1O0[O0]10| 0

OlO[O1O[O1O]O1O]1O[O1O[O1O]O1O0O]1O0[O0]10| 0

Building Elements (Do not score these items if Kitchen combined with Lounge)

20

The colour of the kitchen door contrasts with the colour of the surrounding walls

2

The kitchen door has a non-reflective satin or matt finish

22

The colour of the kitchen door handle contrasts with the colour of the kitchen door

23

The door furniture on the kitchen door has a non-reflective finish

24

The kitchen door handle is easy to operate (D-shape, L-shape, lever handle)

25

The kitchen door opens with minimum pressure

Ol1O01O010[10O] 0O

Ol1O010O10[10O] 0O

Ol1O01O1O0[10O] 0O

Ol1O01O1O0[10O] O




26 The kitchen threshold is flush with general floor level

O

O

O

O

27 The kitchen door has a clear opening more than 800mm wide

O

O

O

O

Fittings - Sink

28 The kitchen has a sink

29

30

31

32

33

OlO[O]1O0[O0]10

OlO[O]1O0[O0]10

OlO[O]1O0[O0]10

OlO[O]1O0[O0]0

Fittings — Cooker

34 The kitchen has an oven

35

36

37

38

39

40

OlOlO1O0[O]10]0

OlOlO1O0[O]10]0

OlOlO1O0[O]10]0

OlOlO1O0[O]10]0

Fittings - Kitchen Units

41 The kitchen drawers are light in weight

42 The kitchen drawers are on rollers

43 The kitchen drawer handles are D-shaped

44 The kitchen shelves can be raised or lowered electronically

45 Kitchen units are fitted with sliding doors on good quality running mechanisms

46 Kitchen units are fitted with doors that open through 180 degrees

47 The kitchen shelves are open

48 The kitchen shelves are less than 300mm wide

49 The kitchen worktops are mounted on adjustable brackets

50 The kitchen worktops can be lowered or raised electronically

51 The kitchen worktops are solid enough to lean on

52 The kitchen worktops have rounded edges

53 The kitchen drawer handles are more than 600mm from floor level

OlO[O1O[OlO]lO[O1O[O1O0]0O[0

OlO[O1O[OlO]lO[O1O[O1O0]0O[0

OlO[O1O[OlO]lO[O1O[O1O0]0O[0

OlO[O1O[OlO]lO[O1O[OlO]0O[0




54 The kitchen shelves are less than 1400mm from floor level

O

O

O

O

Environmental Design

55 The kitchen has natural light

56

57

58

59

60

61

62

63

64

65

66 There are shading devices for S, E, W facing windows

67

68

69 The kitchen has natural ventilation

70

7

72

73 The artificial light is well distributed with no areas of deep shadow

74 The kitchen light fittings conceal the light source from view

75 The kitchen light bulbs can be replaced from floor level

76 The electric light illuminance is more than 300 lux

77 There is lighting under wall-mounted cabinets located above worktops

78 There is a working light over the table or worktop where food preparation occurs [Glossary 4.15]

79 There is a working light over the hob/oven/stove area

80

81 There is good colour rendering in the areas where food is prepared

82 When a person is standing at the sink, the sink area has an electric light illuminance of more than 200 lux

83 When a person is standing at the sink, the sink area has an illuminance of more than 200 lux with daylight only [Glossary 4.17]

O} NOL HOX RO NO NO) ROL RN RO) RO RO} RO RO) RO) RGN RO NON RO} RO) NON RO) RON RO NON RO) RO) RON RON O

O} NOL HOX RO NOA NON RO) RN RO) O RO) RO RO) RO) RGN RO) NON RO RO) NON RO) RGN RO NON RO) RO) RON RON RO

O} NOL NOX O NO NON ROL RN RO) O RO) RO RO) RO) RGN RO NON RO} RO) NON RO) RGN RO NON RO) RO) RGN RON )

O} NOL NOX NO) HO NO) ROL RN RO) RO RO) RO RO) RO) RGN RO HON RO} RO) NON RO) RGN RO NON RO) RO) RON RON )




84 When a person is standing at the worktop, the food preparation area has an electric light illuminance of more than 200 lux

85 When a person is standing at the worktop, the food preparation area has an illuminance more than 200 lux with daylight only

86 When a person is standing at the hob, the cooking area has an electric light illuminance of more than 200 lux

87 When a person is standing at the hob, the cooking area has an illuminance more than 200 lux with daylight only

88 The kitchen has an extractor fan

89

90 The kitchen has a radiator or underfloor heating

91

92

93 There are no wall-mounted electric heaters present

94 There are no portable electric heaters present

95 The kitchen background temperature is more than 21 and less than 23 deg C

OlO[O1O[O1O]O[O]1O[O]10]0

OlO[O1O[O1O]O[O]1O[O]10]0

OlO[O1O[O1O]O[O]1O[O]10]0

OlO[O1O[O1O]lO[O]1O[O]10]0

Services and Systems

96 The kitchen has an alarm call

97 The kitchen has a heat detector

98 The kitchen light switches are visible in the dark

99 The kitchen light switches are more than 1000mm and less than 1200mm from floor level

100 The kitchen has a minimum of 10 electric sockets (excluding fridge, freezer, washing machine and dishwasher sockets)

101 Kitchen electrical sockets are more than 450mm and less than 1200mm from floor level

102 Kitchen sockets are more than 350mm from the room corners

OlO[O1O0[O]10]0

OlOlO1O0[O]10]0

OlOlO1O0[O]10]0

OlOlO1O0[O]10]0

Finishes

103 The kitchen is decorated in a light colour with a matt finish

104 The kitchen wall finishes are easy to clean

105 The kitchen floor is non-slip [Glossary 6.01]

106 The kitchen floor material is easy to clean

107 The kitchen floor is properly laid and sealed

Ol1O0[O10]0

Ol1O0[O10]0

Ol1O0[O10]0

Ol1O0[O10]0




Double bedroom

No.

ITEM

not in

n/a

Layout

The bedroom is separate from other rooms

N

There is direct access to the bathroom from the bedroom

w

The double bedroom can accommodate twin beds

EN

The bed in the bedroom can be accommodated in more than one position

o

There is more than 1200mm space on either side of the bed

(o2}

There is more than 1500mm space on one side of the bed

~

There is space in the bedroom for a chair(s)

©

There is space in the bedroom for a bedside table either side of the bed

©

There is a free-standing wardrobe or built-in wardrobe in the bedroom

There is space in the bedroom for a chest of drawers and/or a dressing table

There is provision for a TV in the bedroom

There is space in the bedroom to allow use of a hoist

There is space in the bedroom for special equipment, e.g. O2 cylinders

There is space in the bedroom for a wheelchair turning circle more than 1500mm in diameter

The distance between the opening edge of the door and any adjacent wall is more than 300mm

OlO[O1O[O]lO]lO1O]1O0[O1O0[O]10]0O] O

OlO[O1O[O]lO]lO1O]1O0[O1O0[O]10]0O] O

OlO[O1O[O]lO]lO1O]1O0[O1O0[O]10]0O] O

OlO[O1O[O]lO0O]O1O]1O[O1O[O]1O0]10O] O

Building Elements

The colour of the bedroom door contrasts with the colour of the surrounding walls

The bedroom door has a non-reflective satin or matt finish

The colour of the bedroom door handle contrasts with the colour of the bedroom door

The door furniture on the bedroom door has a non-reflective finish

20

The bedroom door handle is easy to operate (D-shape, L-shape, lever)

2

The bedroom door opens with minimum pressure

22

The bedroom threshold is flush with general floor level

23

The bedroom door has a clear opening more than 800mm wide

OlO0IO1O0[O1O10] O

OlO0OIO1O0[O1O10] O

OlO0OIO1O0[O1O10] O

OlO0OIO1O0[O1O10]0

Environmental Design

24

The bedroom has natural light

O

O

O

O




25

26

27

28

29

30

31

32

33

34

35 The bedroom is dark at night [Glossary 4.18]

36 There are shading devices for S, E, W facing windows

37

38

39 The bedroom has natural ventilation

40

41

42 Fitted lights closest to windows can be switched on and off independently of lights furthest from windows

43 The artificial light is well distributed with no areas of deep shadow

44 The bedroom light fittings conceal the light source

45 The bedroom light bulbs can be replaced from floor level

46 The bedroom lighting can be dimmed

47 The electric light illuminance is more than 150 lux

48 The bedroom has a radiator or under floor heating

49

50

51 There are no wall-mounted electric heaters present

52 There are no portable electric heaters present

53 The bedroom background temperature is 23 deg C

OlO[O1O[O1OlO1O1O[O1O0[O1O]O1O]1O[O1O0[OlO]O[O0]1O0[O010[O010]0[0

OlO[O1O[O1OlO1O1O[O1O[O1O]O1O]1O[O1O[O1O]O[O0]1O0[O010[O010]0[0

OlO[O1O[O1OlO1O1O[O1O[O1O]O1O]1O[O1O0[O1O]O0[O0]1O0[O010[O010]0[0

OlO[O1O[O1OlO1O1O[O1O[O1O]O1O]1O[O1O[OlO]O[O0]1O0[O010[O010]0[0

Services and Systems

54 The bedroom has an alarm call

O

O

O

O




55

The bedroom has a smoke detector

56

The bedroom has a telephone point(s)

57

58

The bedroom has a TV aerial point

59

60

The bedroom electrical sockets are more than 450mm and less than 1200mm from floor level

6

The bedroom electrical sockets can be reached without having to move bedroom furniture

62

The bedroom light switches are visible in the dark

63

The bedroom light switches are more than 1000mm and less than 1200mm from floor level

OlO[O1O[O1O]1O[O0]10

OlO[O1O[O1O]1O[O0]10

OlO[O1O[O1O]1O[0O]10

OlO[O1O[O1O]1O[0O]10

Finishes

64

The bedroom is decorated in a light colour with a matt finish

O

O

O

O




Ve

Single bedroom

No.

ITEM

not in

n/a

Layout

The bedroom is separate from other rooms

N

There is direct access to the bathroom from the bedroom

w

The bed in the bedroom can be accommodated in more than one position

EN

There is more than 1200mm space on either side of the bed

o

There is more than 1500mm space on one side of the bed

(o2}

There is space in the bedroom for a chair(s)

~

There is space in the bedroom for a bedside table either side of the bed

©

There is a free-standing wardrobe or built-in wardrobe in the bedroom

©

There is space in the bedroom for a chest of drawers and/or a dressing table

There is provision for a TV in the bedroom

There is space in the bedroom to allow use of a hoist

There is space in the bedroom for special equipment, e.g. O2 cylinders

There is space in the bedroom for a wheelchair turning circle more than 1500mm in diameter

The distance between the opening edge of the door and any adjacent wall is more than 300mm

OlO[O1O[OlO]lO[O1O[OlO]1O10O] O

OlO[O1O[OlO]lO[O1O[OlO]1O10O] O

OlO[O1O[OlO]lO[O1O[OlO]1O10O] O

OlO[O1O[OlO]lO[O1O[OlO]1O10O] O

Building Elements

The colour of the bedroom door contrasts with the colour of the surrounding walls

The bedroom door has a non-reflective satin or matt finish

The colour of the bedroom door handle contrasts with the colour of the bedroom door

The door furniture on the bedroom door has a non-reflective finish

The bedroom door handle is easy to operate (D-shape, L-shape, lever)

20

The bedroom door opens with minimum pressure

2

The bedroom threshold is flush with general floor level

22

The bedroom door has a clear opening more than 800mm wide

OlO0OIO1O0[O1O10] 0

OlOIO1O0[O1O10] 0

OlO0OIO1O0[O1O10] O

OlO0OIO1O[O1O10O] O

Environmental Design

23

The bedroom has natural light

O

O

O

O

24

O

O

O

O




25

26

27

28

29

30

31

32

33 The bedroom is dark at night

34 There are shading devices for S, E, W facing windows

35

36

37 The bedroom has natural ventilation

38

39

40 The artificial light is well distributed with no areas of deep shadow

41 The bedroom light fittings conceal the light source

42 The bedroom light bulbs can be replaced from floor level

43 The bedroom lighting can be dimmed

44 The electric light illuminance is more than 150 lux

45 The bedroom has a radiator or under floor heating

46

47

48 There are no wall-mounted electric heaters present

49 There are no portable electric heaters present

50 The bedroom background temperature is 23 deg C

OlO[O1O[OlO]OIO]1O[OlO[O1O]OIO]O[OlO0O[OlO]O[O0]1O0[O0]10]0

OlO[O1O[OlO]OIO]1O[OlO[O1O]OIO]O[O1O0[OlO]O[O0]10[O0]10]0

OlO[O1O[OlO]OIO]1O[OlO[O1O]OIO]lO[OlO0O[O1O]O[O0]10[O0]10]0

OlO[O1O[OlO]OIO]1O[OlO[O1O]OIO]O[OlO0[O1O]lO[O0]10[O0]10]0

Services and Systems

51 The bedroom has an alarm call

52 The bedroom has a smoke detector

53 The bedroom has a telephone point(s)

54

Ol1O0[O0]10

Ol1O0[O0]10

Ol1O0[O0]10

Ol1O01O0]10




55 The bedroom has a TV aerial point

56

57 The bedroom electrical sockets are more than 450mm and less than 1200mm from floor level

58 The bedroom electrical sockets can be reached without having to move bedroom furniture

59 The bedroom light switches are visible in the dark

60 The bedroom light switches are more than 1000mm and less than 1200mm from floor level

OlO1O10O[O0]0

OlO1O10O[O0]0

OlO1O10O[O0]0

OlO1O10O[O0]0

Finishes

61 The bedroom is decorated in a light colour with matt finish

O

O

O

O




ve

Bathroom
No. ITEM yes no not in n/a
use
Layout

1 There is a separate WC and washbasin from the main bathroom

2 There is a WC which can be accessed without going through a bedroom

3 There is space inside the bathroom for a wheelchair turning circle more than 1500mm in diameter

4 The distance between the opening edge of each door and any adjacent wall is more than 300mm

Ol1O010O]1 0O

Ol1O010O]1 0O

Ol1O010O]1 0O

O]1O010O]1 0O

Building Elements

5 The bathroom door colour contrasts with the surrounding wall colour

6 The bathroom door is has a non-reflective satin or matt finish

7 The bathroom door handle colour contrasts with the colour of the bathroom door

8 The bathroom door furniture has a non-reflective finish

9 The bathroom door opens outward

10 The bathroom door has a lock which is easy to operate

11 The bathroom door can be unlocked from the outside

12 The bathroom door handle is easy top operate (D-shape, L-shape, lever handle)

13 The bathroom threshold is flush

14 The bathroom door has a clear opening more than 800mm wide

OlOlO1O[O1OO1O10] 0

OlOlO1O[O1OlO1O10] 0O

OlOlO1O[O1OlO1O10] 0

OlOlO1O[O1OlO1TO10] O

Fittings - Shower

15 The bathroom has a shower

20

21

22

23

24

OlO[O1O[OlO0]O1O]10[0

OlO[O1O[OlO0]O1O]10[0

OlO[O1O[OlO0]O1O]10[0

OlO[O1O[O1O0O]lO1O]10[0




25

O

O

O

O

26

O

O

O

O

Fittings - WC

N

7 The bathroom has a WC

28

29

30

31

Ol1O0[O10]0

Ol1O0[O10]0

Ol1O0[O10]0

Ol1O0[O10]0

Fittings - Bath

w

2 The bathroom has a bath

33

34

35

Ol1O0[O0]10

Ol1O0[O0]10

Ol1O0[O0]10

Ol1O01O0]10

Fittings - Wash Basin

w

6 The bathroom has a wall mounted washbasin

37

38

39

40

Ol1O0[O10]0

Ol1O0[O10]0

Ol1O0[O10]0

Ol1O0[O10]0

Fittings - General

41 The bathroom has a mirror

42

43 The bathroom has shelving for toiletries

44 There is a washing line in the bathroom

Ol1O0[O0]10

Ol1O0[O0]10

Ol1O0[O0]10

O1O0[O0]10

Environmental Design

45 The bathroom has natural light

46

47

48

49 There are shading devices for S, E, W facing windows

50

OlO[O]1O0[O0]10

OlO[O]1O0[O0]10

OlO[O]1O0[O0]10

OlO[O]1O0[O0]10




51 The bathroom has natural ventilation

52

53

54 The artificial light is well distributed with no areas of deep shadow

55 The bathroom light fittings conceal the light sources

56 The electric light illuminance is more than 200 lux

57 There is task lighting by the basin

58 There is task lighting over the shower/bath [Glossary 4.19]

59

60 The bathroom has mechanical ventilation

61 The bathroom has a radiator or under floor heating

62

63

64 There is a wall-mounted electric heater

65 The bathroom background temperature is 23 deg C

OlOlO1O[OlO]O1O]1O[O1O0[O1O]10]0

OlO[O1O[OlO]OIO]1O[O1O0[O1O0]10]0

OlOlO1O[OlO]lOIO]1O[O1O0[O1O]10]0

OlOlO1O[OlO]O1O]1O[O1O0[O1O]10]0

Services and Systems

66 The bathroom has an alarm call

67 The bathroom has a shaver point

68

69 The bathroom light switches are pull-cord or are located outside the room

Ol1O0[O0]10

Ol1O0[O0]10

Ol1O0[O0]10

Ol1O01O0]10

Finishes

70 The bathroom is decorated in a light colour with a matt finish

71 The bathroom floor is visually distinct from the bathroom fittings

72 The bathroom walls are visually distinct from the bathroom floor

73 The bathroom fittings are visually distinct from the bathroom walls

74 All bathroom walls are non-reflective [Glossary 6.02]

75 The bathroom flooring is non-reflective

76 The bathroom floor is properly laid and sealed

77 The bathroom flooring is non-slip

78 The bathroom floor materials are easy to clean

79 The bathroom wall finishes are easy to clean

OlO[O1O[OlO0]O1O]10[0

OlO[O1O[OlO0]O1O]10[0

OlO[O1O[OlO0]O1O]10[0

OlO[O1O[O1O0]O1O]10[0




80 The bathroom pipe work is sealed in a duct

81 The grab rails in the bathroom are non-clinical in appearance




Cupboards
No. ITEM yes no not in n/a
use
Layout

1 Cupboard 1 is fitted with a light

2 Cupboard 2 is fitted with a light

3 Cupboard 3 is fitted with a light

4 Cupboard 4 is fitted with a light

Ol1O010O]1 0O

Ol1O010O]1 0O

Ol1O010O]1 0O

O]1O010O]1 0O




ve

General items

No.

ITEM

not in

n/a

Layout

All rooms in the living unit except the hall are rectangular in plan [Glossary 1.05]

N

The living unit is double aspect [Glossary 1.06]

w

Neighbouring windows are more than 22m away to maintain privacy [Item N/A for walk-through version of EVOLVE Tool]

EN

If the living unit is on the ground floor, there is an associated private/semi-private external area (e.g. patio)

o

The living unit has patio doors

(o2}

The living unit has space for a dining table and dining chairs

~

The living unit has space for four people to sit down and have a meal at a dining table

OlO[O1O[O]10]| O

OlO[O1O[O]10]| O

OlO[O1O[O]10]| O

OlO[O1O0[O]10]| O




ve

Assistive technology

No.

ITEM

not in

n/a

Layout

The living unit has a manual thermostat

N

The living unit has a property exit sensor

w

The living unit has a temperature extreme sensor in the kitchen

EN

The living unit has a flood detector in the kitchen/bathroom

o

The living unit has a carbon monoxide detector

(o2}

The living unit has a fall detector system

~

The living unit has a motion sensor

©

The living unit has a 2-way communicator with a monitoring centre

OlO[O1O0[O1O0]1O] O

OlO[O1O0[O1O0]1O] O

OlO[O1O0[O1O0]1O] O

OlO[O1O[O]1O0]1O] O
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