
Entrance
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No. ITEM 4 3 0 0 0 0 7 6 14 6 3 4 0

Layout

1 The living unit entrance is in a visible position 1 1

2 The living unit entrance is in a recognisable position [Glossary 1.01] 1 1

3 The living unit entrance is set back from the main travel route providing a space which an be personalised 1

4 There is space around the living unit entrance for plants or flowers 1

5 The distance between the opening edge of the front door and any adjacent wall is more than 300mm [Glossary 1.02] 1

Building Elements
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6 The colour of the front door on the outside contrasts with the colour of the surrounding walls 1 1

7 The front door has a non-reflective satin or matt finish 1 1

8 The numbering on the front door is raised 1

9 The colour of the door handle to the front door contrasts with the colour and/or tone of the door 1 1

10 The door handle on the front door has a non-reflective finish 1 1

11 The door handle on the front door is easy to operate (D-shape, L-shape, lever handle) 1 1

12 The front door locking system is easy to operate (e.g. fob) [Glossary 2.01] 1

13 The front door lock is positioned above the door handle 1

14 The front door opens with minimum pressure or is power-assisted [Glossary 2.04] 1 1

15 The front door closers incorporate a delay and final damping [Glossary 2.05] 1

16 The front door closers are connected to the fire alarm [Glossary 2.06] 1

17 The entrance threshold is flush with general floor level 1

18 The entrance mat to the living unit is recessed 1

19 The front door has a letter box 1

20 The letter box is fitted with a cage big enough to hold A4 size letters and packages 1

21 The letter box is more than 800mm and less than 1200mm from floor level 1

22 The front door has a door bell 1 1

23 The door bell is illuminated 1

24 The front door has an eyehole 1

25 The eyehole is more than 1050mm and less than 1500mm from floor level 1

Domain weighting



26 The front door has an eyehole suitable for a wheelchair user at more than 1150mm and less than 1250mm from floor level 1 1

27 The front door opening is more than 800mm wide 1

Fittings
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28 Shelving is provided outside the living unit entrance 1

29 The area around the living unit entrance has been personalised 1

Environmental Design
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30 The living unit entrance is illuminated day and night 1

31 The living unit entrance is illuminated with down lighters 1

32 The light fittings conceal the light source from view 1

33 The living unit entrance electric light illuminance is more than 300 lux 1

Services and Systems
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34 The scheme front door has an entry phone system 1 1

Finishes
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35 The external floor finishes around the living unit entrance are non-slip 1

36 The internal floor finishes around the living unit entrance are non-slip 1



Alternative entrance
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No. ITEM 0 0 0 0 0 0 3 3 8 0 0 0 0

Layout

1 The distance between the opening edge of the door and any adjacent wall is more than 300mm 1

Building Elements
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2 The colour of the alternative entrance contrasts with the colour of the surrounding walls 1

3 The alternative entrance has a non-reflective satin or matt finish 1

4 The colour of the alternative entrance handle contrasts with the colour of the door 1

5 The door handle on the alternative entrance has a non-reflective finish 1

6 The alternative entrance handle is easy to operate (D-shape, L-shape, lever handle) 1

7 The alternative entrance locking system is easy to operate 1

8 The alternative entrance opens with minimum pressure 1

9 The alternative entrance threshold is flush with the general floor level 1

10 The alternative entrance opening is more than 800mm wide 1

Environmental Design
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11 The alternative entrance is illuminated day and night 1

12 The alternative entrance is illuminated with down lighters 1

13 The light fittings conceal the light source from view 1

14 The alternative entrance door illuminance is more than 300 lux 1

Domain weighting



Hall
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Layout

1 There is space inside the hallway to stand a wheelchair/zimmer frame/trolley [Glossary 1.03] 1

2 There is general storage space off the hallway 1

3 There is space inside the hallway for a wheelchair turning circle more than 1500mm [Glossary 1.04] 1

Fittings
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4 There is a shelf inside the hallway to rest objects on 1

5 The hallway has fitted coat hooks more than 1050mm and less than 1400mm from floor level 1

Environmental Design
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6 The hallway has natural light 1 1

7 The hallway receives sunlight in the morning or in the afternoon 1 1

8 The hallway receives sunlight in the morning and afternoon 1 1

9 The hallway window has a view of the open sky 1 1

10 There are shading devices on S, E, W facing windows 1 1

11 The shading devices can be operated by people using the hallway 1

12 The shading devices fully cover the window(s) 1 1

13 The hallway has natural ventilation 1

14 The hallway windows have locks 1

15 The hallway window can be opened by easily operated controls fixed more than 750mm and less than 1200mm from finished 
floor level 1

16 The hallway light fittings conceal the light source from view 1

17 The hallway light can be switched on and off from either end of the hallway 1

18 The hallway has emergency lighting [Glossary 4.01] 1

19 The hallway entrance electric light illuminance is more than 200 lux 1

20 The hallway has a radiator or underfloor heating 1

21 The radiator or underfloor heating has low surface temperature 1

22 The room or the radiator has an individual thermostatic temperature control 1

23 There are no wall-mounted electric heaters present 1

24 There are no portable electric heaters present 1

Domain weighting



25 The hallway background temperature is more than 21 and less than 23 deg C 1

Services and Systems
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26 There is an alarm call in the hallway 1

27 The hallway has a smoke detector 1

28 The hallway is provided with plug sockets 1

29 The hallway plug sockets are more than 450mm and less than 1200mm from finished floor level 1

30 The hallway light switches are visible in the dark 1

31 The hallway light switches are more than 1000mm and less than 1200mm from finished floor level 1

Finishes
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32 The hallway is painted in a light colour with a matt finish 1



Lounge
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No. ITEM 9 0 12 0 1 1 7 6 22 15 6 1 0

Layout

1 There is space for a bookcase, TV, CD/music player and a computer desk in the lounge 1

2 There is space in the lounge for a minimum of four people to sit down within a 3.5m diameter without rearranging furniture 1 1

3 There is space in the lounge for a sitting area with comfortable chairs near the TV and telephone within reach 1

4 There is space inside the lounge entrance for a wheelchair turning circle more than 1500mm in diameter 1

5 The distance between the opening edge of the door and any adjacent wall is more than 300mm (Do not score this item if Lounge 
combined with Hall) 1

Building Elements – Door  (Do not score these items if Lounge combined with Hall)
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6 The colour of the lounge door contrasts with the colour of the surrounding walls [Glossary 2.02] 1 1

7 The lounge door has a non-reflective satin or matt finish 1 1

8 The colour of the lounge door handle contrasts with the colour of the lounge door [Glossary 2.03] 1 1

9 The door furniture on the lounge door has a non-reflective finish 1 1

10 The door handle on the lounge door is easy to operate (D-shape, L-shape, lever handle) 1 1

11 The lounge door opens with minimum pressure 1 1

12 The lounge threshold is flush with general floor level 1

13 The lounge door has a clear opening more than 800mm wide 1

Building Elements – Balcony/Veranda
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14 The lounge leads onto a balcony/veranda 1

15 The threshold between the lounge and balcony/veranda is flush 1

16 The balcony/veranda has protection to prevent people from falling 1

17 If the living unit is on the ground floor, the patio/veranda is physically distinct from the surrounding areas 1

18 The depth of the balcony/veranda is more than 1800mm 1

Environmental Design
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19 The lounge has natural light 1 1

20 The lounge receives sunlight in the morning or in the afternoon [Glossary 4.02] 1 1

21 The lounge receives sunlight in the morning and afternoon [Glossary 4.03] 1 1

22 S, E, W facing windows are free from obstruction to direct sunlight [Glossary 4.04] 1 1

23 The lounge window(s) has a view of the open sky [Glossary 4.05] 1 1

Domain weighting



24 The lounge window(s) overlooks outdoor spaces where there is human activity [Glossary 4.06] 1

25 The view from the lounge window consists of near and distant features of interest [Glossary 4.07] 1 1

26 The view from the lounge window consists of natural features [Glossary 4.08] 1 1

27 The view from the lounge window is free from obstructions, e.g. a blank wall [Glossary 4.09] 1 1

28 The sill height is less than 600mm above floor level 1 1

29 The lounge has a daylight factor more than 2 1

30 There are shading devices for S, E, W facing windows [Glossary 4.10] 1 1

31 The shading devices can be operated by people using the lounge 1

32 The shading devices fully cover the window(s) 1 1

33 The lounge has natural ventilation 1

34 The lounge window(s) has a lock 1

35 The lounge window can be opened by easily operated controls fixed more than 750mm and less than 1200mm from floor level 1 1

36 Fitted lights closest to the windows can be switched on and off independently of lights furthest from windows 1 1

37 The artificial light in the lounge is well distributed with no areas of deep shadow 1 1

38 The lounge light fittings conceal the light source from view [Glossary 4.11] 1 1

39 The lounge light bulbs can be replaced from floor level 1 1

40 The lounge lighting can be dimmed 1 1

41 The electric light illuminance is more than 200 lux 1

42 The lounge has a radiator or under floor heating 1

43 The radiator or underfloor heating has a low surface temperature [Glossary 4.12] 1

44 The room or radiator has an individual thermostatic temperature control [Glossary 4.13] 1

45 There are no wall-mounted electric heaters present [Glossary 4.14] 1

46 There are no portable electric heaters present 1

47 The lounge background temperature is more than 21 and less than 23 deg C 1

Services and Systems
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48 The lounge has an alarm call 1

49 The lounge has a smoke or heat detector 1

50 The lounge’s telephone point(s) is adjacent to an electrical socket 1

51 The lounge’s TV aerial point(s) is adjacent to an electrical socket 1

52 The electrical sockets can be reached without having to move the lounge furniture 1

53 The lounge’s electrical sockets are more than 450mm and less than 1200mm from floor level 1



54 The lounge light switches are visible in the dark 1

55 The lounge light switches are more than 1000mm and less than 1200mm from floor level 1

Finishes
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56 The lounge is decorated in a light colour with a matt finish 1



Kitchen
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No. ITEM 32 4 12 0 2 1 7 22 33 16 23 1 2

Layout

1 The kitchen has a fridge  1

2 The kitchen has a freezer 1

3 The kitchen has a washing machine 1

4 The kitchen has tumble drier 1

5 The kitchen has a dishwasher 1

6 The kitchen has a microwave 1

7 The kitchen has enclosed storage space for food 1

8 The kitchen has enclosed storage space for utensils 1

9 The kitchen has storage space for crockery 1

10 The kitchen has enclosed storage space for cleaning equipment 1

11 The kitchen has a paper recycling container located in a cupboard or beneath a worktop 1 1

12 The kitchen has a glass recycling container located in a cupboard or beneath a worktop 1 1

13 The kitchen has a compostable waste recycling container located in a cupboard or beneath a worktop 1 1

14 The kitchen has a waste bin located in a cupboard or beneath a worktop 1 1

15 The kitchen has space for a table and dining chairs 1

16 The kitchen has space for four people to sit down and have a meal 1 1

17 The kitchen has space for more than 1 person to be involved in food preparation 1 1

18 There is space inside the kitchen for a wheelchair turning circle more than 1500mm in diameter 1

19 The distance between the opening edge of the door and any adjacent wall is more than 300mm (Do not score this item if Kitchen 
combined with Lounge) 1

Building Elements  (Do not score these items if Kitchen combined with Lounge)
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20 The colour of the kitchen door contrasts with the colour of the surrounding walls 1 1

21 The kitchen door has a non-reflective satin or matt finish 1 1

22 The colour of the kitchen door handle contrasts with the colour of the kitchen door 1 1

23 The door furniture on the kitchen door has a non-reflective finish 1 1

24 The kitchen door handle is easy to operate (D-shape, L-shape, lever handle) 1 1

25 The kitchen door opens with minimum pressure 1 1

Domain weighting



26 The kitchen threshold is flush with general floor level 1

27 The kitchen door has a clear opening more than 800mm wide 1

Fittings - Sink
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28 The kitchen has a sink 1

29 The kitchen sink and draining board are wheelchair accessible 1 1

30 There is an open space above the sink, draining board and/or hob (i.e. there are no wall cupboards or shelves) 1 1

31 The kitchen sink has a safety temperature thermostat 1

32 The kitchen sink taps are crossed type or lever 1

33 There is more than 500mm of unbroken worktop each side of the sink 1

Fittings – Cooker
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34 The kitchen has an oven 1

35 The oven door is side hung 1 1

36 The cooker settings can be understood by sound or by touch 1

37 There is more than 500mm of unbroken worktop each side of the hob 1 1 1

38 There is more than 500mm of unbroken worktop each side of the oven 1 1 1

39 The hob sockets are more than 50mm to the side of the hob [Glossary 3.01] 1

40 The cooker sockets are more than 50mm to the side of the cooker [Glossary 3.02] 1

Fittings - Kitchen Units
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41 The kitchen drawers are light in weight 1

42 The kitchen drawers are on rollers 1

43 The kitchen drawer handles are D-shaped 1

44 The kitchen shelves can be raised or lowered electronically 1

45 Kitchen units are fitted with sliding doors on good quality running mechanisms 1

46 Kitchen units are fitted with doors that open through 180 degrees 1

47 The kitchen shelves are open 1 1 1

48 The kitchen shelves are less than 300mm wide 1

49 The kitchen worktops are mounted on adjustable brackets 1

50 The kitchen worktops can be lowered or raised electronically 1

51 The kitchen worktops are solid enough to lean on 1

52 The kitchen worktops have rounded edges 1

53 The kitchen drawer handles are more than 600mm from floor level 1



54 The kitchen shelves are less than 1400mm from floor level 1

Environmental Design
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55 The kitchen has natural light 1 1

56 The kitchen receives sunlight in the morning or in the afternoon 1 1

57 The kitchen receives sunlight in the morning and afternoon 1 1

58 S, E, W facing windows are free from obstruction to direct sunlight 1 1

59 The kitchen window(s) has a view of the open sky 1 1

60 The kitchen window(s) overlook outdoor spaces where there is human activity 1

61 The view from the kitchen window(s) consists of near and distant features of interest 1 1

62 The view from the kitchen window consists of natural features 1 1

63 The view from the kitchen window is free from obstructions, e.g. a blank wall 1 1

64 The sill height is less than 600mm above floor level 1 1

65 The kitchen has a daylight factor more than 2 1

66 There are shading devices for S, E, W facing windows 1 1

67 The shading devices can be operated by the people using the kitchen 1

68 The shading devices fully cover the kitchen window(s) 1 1

69 The kitchen has natural ventilation 1

70 Windows situated behind kitchen worktops can be opened remotely (i.e. without having to lean over the worktop) 1 1 1

71 The kitchen window(s) has a lock 1

72 The kitchen windows can be opened by easily operated controls more than 750mm and less than 1200mm from floor level 1 1

73 The artificial light is well distributed with no areas of deep shadow 1 1

74 The kitchen light fittings conceal the light source from view 1 1

75 The kitchen light bulbs can be replaced from floor level 1 1

76 The electric light illuminance is more than 300 lux 1

77 There is lighting under wall-mounted cabinets located above worktops 1 1

78 There is a working light over the table or worktop where food preparation occurs [Glossary 4.15] 1 1

79 There is a working light over the hob/oven/stove area 1 1

80 The cooker’s extractor hood has an integrated (white) light with good colour rendering [Glossary 4.16] 1 1

81 There is good colour rendering in the areas where food is prepared 1 1

82 When a person is standing at the sink, the sink area has an electric light illuminance of more than 200 lux 1

83 When a person is standing at the sink, the sink area has an illuminance of more than 200 lux with daylight only [Glossary 4.17] 1



84 When a person is standing at the worktop, the food preparation area has an electric light illuminance of more than  200 lux 1

85 When a person is standing at the worktop, the food preparation area has an illuminance more than 200 lux with daylight only 1

86 When a person is standing at the hob, the cooking area has an electric light illuminance of more than 200 lux 1

87 When a person is standing at the hob, the cooking area has an illuminance more than 200 lux with daylight only 1

88 The kitchen has an extractor fan 1

89 The kitchen extractor fan controls are more than 450mm and less than 1200mm from floor level 1

90 The kitchen has a radiator or underfloor heating 1

91 The radiator or underfloor heating has low surface temperature 1

92 The room or radiator has an individual thermostatic temperature control 1

93 There are no wall-mounted electric heaters present 1

94 There are no portable electric heaters present 1

95 The kitchen background temperature is more than 21 and less than 23 deg C 1

Services and Systems
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96 The kitchen has an alarm call 1

97 The kitchen has a heat detector 1

98 The kitchen light switches are visible in the dark 1

99 The kitchen light switches are more than 1000mm and less than 1200mm from floor level 1

100 The kitchen has a minimum of 10 electric sockets (excluding fridge, freezer, washing machine and dishwasher sockets) 1 1

101 Kitchen electrical sockets are more than 450mm and less than 1200mm from floor level 1

102 Kitchen sockets are more than 350mm from the room corners 1

Finishes
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103 The kitchen is decorated in a light colour with a matt finish 1

104 The kitchen wall finishes are easy to clean 1 1 1

105 The kitchen floor is non-slip [Glossary 6.01] 1

106 The kitchen floor material is easy to clean 1 1 1

107 The kitchen floor is properly laid and sealed 1

 



Double bedroom
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No. ITEM 15 2 12 0 0 2 9 6 23 16 7 1 0

Layout

1 The bedroom is separate from other rooms 1 1

2 There is direct access to the bathroom from the bedroom 1 1

3 The double bedroom can accommodate twin beds 1

4 The bed in the bedroom can be accommodated in more than one position 1

5 There is more than 1200mm space on either side of the bed 1

6 There is more than 1500mm space on one side of the bed 1

7 There is space in the bedroom for a chair(s) 1

8 There is space in the bedroom for a bedside table either side of the bed 1

9 There is a free-standing wardrobe or built-in wardrobe in the bedroom 1

10 There is space in the bedroom for a chest of drawers and/or a dressing table 1

11 There is provision for a TV in the bedroom 1

12 There is space in the bedroom to allow use of a hoist 1 1

13 There is space in the bedroom for special equipment, e.g. O2 cylinders 1 1

14 There is space in the bedroom for a wheelchair turning circle more than 1500mm in diameter 1

15 The distance between the opening edge of the door and any adjacent wall is more than 300mm 1

Building Elements
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16 The colour of the bedroom door contrasts with the colour of the surrounding walls 1 1

17 The bedroom door has a non-reflective satin or matt finish 1 1

18 The colour of the bedroom door handle contrasts with the colour of the bedroom door 1 1

19 The door furniture on the bedroom door has a non-reflective finish 1 1

20 The bedroom door handle is easy to operate (D-shape, L-shape, lever) 1 1

21 The bedroom door opens with minimum pressure 1 1

22 The bedroom threshold is flush with general floor level 1

23 The bedroom door has a clear opening more than 800mm wide 1

Environmental Design
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24 The bedroom has natural light 1 1

Domain weighting



25 The bedroom receives sunlight in the morning or in the afternoon 1 1

26 The bedroom receives sunlight in the morning and afternoon 1 1

27 S, E, W facing windows are free from obstruction to direct sunlight 1 1

28 The bedroom window(s) has a view of the open sky 1 1

29 The bedroom window(s) overlooks outdoor spaces where there is human activity 1

30 The view from the bedroom consists of near and distant features of interest 1 1

31 The view from the bedroom window consists of natural features 1 1

32 The view from the bedroom window is free from obstructions, e.g. a blank wall 1 1

33 The sill height is less than 600mm above floor level 1 1

34 The bedroom has a daylight factor more than 2 1

35 The bedroom is dark at night [Glossary 4.18] 1 1

36 There are shading devices for S, E, W facing windows 1 1

37 The shading devices can be operated by people using the bedroom 1

38 The shading devices fully cover the bedroom window(s) 1 1

39 The bedroom has natural ventilation 1

40 The bedroom window(s) has a lock 1

41 The bedroom window can be opened by easily operated controls fixed more than 750mm and less than 1200mm from floor 
level 1 1

42 Fitted lights closest to windows can be switched on and off independently of lights furthest from windows 1 1

43 The artificial light is well distributed with no areas of deep shadow 1 1

44 The bedroom light fittings conceal the light source 1 1

45 The bedroom light bulbs can be replaced from floor level 1 1

46 The bedroom lighting can be dimmed 1 1

47 The electric light illuminance is more than 150 lux 1

48 The bedroom has a radiator or under floor heating 1

49 The radiator or underfloor heating has low surface temperature 1

50 The room or radiator has an individual thermostatic temperature control 1

51 There are no wall-mounted electric heaters present 1

52 There are no portable electric heaters present 1

53 The bedroom background temperature is 23 deg C 1

Services and Systems
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54 The bedroom has an alarm call 1



55 The bedroom has a smoke detector 1

56 The bedroom has a telephone point(s) 1 1

57 The bedroom telephone point(s) is next to an electrical socket 1

58 The bedroom has a TV aerial point 1

59 The TV aerial point is next to an electrical socket 1

60 The bedroom electrical sockets are more than 450mm and less than 1200mm from floor level 1

61 The bedroom electrical sockets can be reached without having to move bedroom furniture 1

62 The bedroom light switches are visible in the dark 1

63 The bedroom light switches are more than 1000mm and less than 1200mm from floor level 1

Finishes
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64 The bedroom is decorated in a light colour with a matt finish 1



Single bedroom
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No. ITEM 14 2 11 0 0 2 9 6 21 16 7 1 0

Layout

1 The bedroom is separate from other rooms 1 1

2 There is direct access to the bathroom from the bedroom 1 1

3 The bed in the bedroom can be accommodated in more than one position 1

4 There is more than 1200mm space on either side of the bed 1

5 There is more than 1500mm space on one side of the bed 1

6 There is space in the bedroom for a chair(s) 1

7 There is space in the bedroom for a bedside table either side of the bed 1

8 There is a free-standing wardrobe or built-in wardrobe in the bedroom 1

9 There is space in the bedroom for a chest of drawers and/or a dressing table 1

10 There is provision for a TV in the bedroom 1

11 There is space in the bedroom to allow use of a hoist 1 1

12 There is space in the bedroom for special equipment, e.g. O2 cylinders 1 1

13 There is space in the bedroom for a wheelchair turning circle more than 1500mm in diameter 1

14 The distance between the opening edge of the door and any adjacent wall is more than 300mm 1

Building Elements
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15 The colour of the bedroom door contrasts with the colour of the surrounding walls 1 1

16 The bedroom door has a non-reflective satin or matt finish 1 1

17 The colour of the bedroom door handle contrasts with the colour of the bedroom door 1 1

18 The door furniture on the bedroom door has a non-reflective finish 1 1

19 The bedroom door handle is easy to operate (D-shape, L-shape, lever) 1 1

20 The bedroom door opens with minimum pressure 1 1

21 The bedroom threshold is flush with general floor level 1

22 The bedroom door has a clear opening more than 800mm wide 1

Environmental Design
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23 The bedroom has natural light 1 1

24 The bedroom receives sunlight in the morning or in the afternoon 1 1

Domain weighting



25 The bedroom receives sunlight in the morning and afternoon 1 1

26 S, E, W facing windows are free from obstruction to direct sunlight 1 1

27 The bedroom window(s) has a view of the open sky 1 1

28 The bedroom window(s) overlooks outdoor spaces where there is human activity 1

29 The view from the bedroom consists of near and distant features of interest 1 1

30 The view from the bedroom window consists of natural features 1 1

31 The view from the bedroom window is free from obstructions, e.g. a blank wall 1 1

32 The sill height is less than 600mm above floor level 1 1

33 The bedroom is dark at night 1 1

34 There are shading devices for S, E, W facing windows 1 1

35 The shading devices can be operated by people using the bedroom 1

36 The shading devices fully cover the bedroom window(s) 1 1

37 The bedroom has natural ventilation 1

38 The bedroom window(s) has a lock 1

39 The bedroom window can be opened by easily operated controls fixed more than 750mm and less than 1200mm from floor 
level 1 1

40 The artificial light is well distributed with no areas of deep shadow 1 1

41 The bedroom light fittings conceal the light source 1 1

42 The bedroom light bulbs can be replaced from floor level 1 1

43 The bedroom lighting can be dimmed 1 1

44 The electric light illuminance is more than 150 lux 1

45 The bedroom has a radiator or under floor heating 1

46 The radiator or underfloor heating has a low surface temperature 1

47 The room or radiator has an individual thermostatic temperature control 1

48 There are no wall-mounted electric heaters present 1

49 There are no portable electric heaters present 1

50 The bedroom background temperature is 23 deg C 1

Services and Systems
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51 The bedroom has an alarm call 1

52 The bedroom has a smoke detector 1

53 The bedroom has a telephone point(s) 1 1

54 The bedroom telephone point(s) is next to an electrical socket 1



55 The bedroom has a TV aerial point 1

56 The TV aerial point is next to an electrical socket 1

57 The bedroom electrical sockets are more than 450mm and less than 1200mm from floor level 1

58 The bedroom electrical sockets can be reached without having to move bedroom furniture 1

59 The bedroom light switches are visible in the dark 1

60 The bedroom light switches are more than 1000mm and less than 1200mm from floor level 1

Finishes
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61 The bedroom is decorated in a light colour with matt finish 1



Bathroom
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No. ITEM 4 4 10 16 0 0 10 18 19 9 14 1 6

Layout

1 There is a separate WC and washbasin from the main bathroom 1 1

2 There is a WC which can be accessed without going through a bedroom 1 1

3 There is space inside the bathroom for a wheelchair turning circle more than 1500mm in diameter 1

4 The distance between the opening edge of each door and any adjacent wall is more than 300mm 1
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5 The bathroom door colour contrasts with the surrounding wall colour 1 1

6 The bathroom door is has a non-reflective satin or matt finish 1 1

7 The bathroom door handle colour contrasts with the colour of the bathroom door 1 1

8 The bathroom door furniture has a non-reflective finish 1 1

9 The bathroom door opens outward 1 1

10 The bathroom door has a lock which is easy to operate 1

11 The bathroom door can be unlocked from the outside 1

12 The bathroom door handle is easy top operate (D-shape, L-shape, lever handle) 1 1

13 The bathroom threshold is flush 1

14 The bathroom door has a clear opening more than 800mm wide 1

Fittings - Shower
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15 The bathroom has a shower 1

16 The shower is located away from the bathroom door 1

17 The shower is a walk-in shower 1 1

18 The shower is wheelchair accessible 1 1

19 The shower is provided with a perforated, tip-up seat with lateral protection 1 1

20 A grab rail is fitted by the shower 1 1

21 The shower controls are ‘large cross’ or ‘lever handle’ 1 1

22 The shower head can be tilted downwards 1 1

23 The shower controls are more than 750mm and less than 1000mm from floor level 1 1

24 The shower enclosure is large enough to allow a carer to be present 1

Domain weighting



25 There is a low level shower enclosure to prevent the carer from getting wet 1

26 The shower has a safety temperature thermostat 1 1

Fittings - WC
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27 The bathroom has a WC 1

28 The toilet bowl can be reached by lateral transfer from a wheelchair 1 1

29 The toilet is fitted with a paddle-shaped flush 1

30 There is provision for fitting supporting rails around the WC 1

31 There is 600mm each side of the toilet to allow a carer to be present 1

Fittings - Bath
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32 The bathroom has a bath 1

33 The bath is provided with a transfer seat 1

34 There is provision for a grab rail by the bath 1

35 The bath has a safety temperature thermostat 1

Fittings - Wash Basin
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36 The bathroom has a wall mounted washbasin 1

37 The washbasin taps are ‘large cross’ type or ‘lever’ handle 1

38 There is provision for fixing grab rails around the washbasin 1

39 The washbasin has a safety temperature thermostat 1

40 There is more than 600mm round the sides of the washbasin to allow a carer to be present 1

Fittings - General
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41 The bathroom has a mirror 1

42 The mirror is suitable for people seated and standing 1

43 The bathroom has shelving for toiletries 1 1 1

44 There is a washing line in the bathroom 1

Environmental Design
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45 The bathroom has natural light 1 1

46 The bathroom receives sunlight in the morning or in the afternoon 1 1

47 The bathroom receives sunlight in the morning and in the afternoon 1 1

48 The bathroom window(s) is frosted glass 1

49 There are shading devices for S, E, W facing windows 1 1

50 The shading devices can be operated by people using the bathroom 1



51 The bathroom has natural ventilation 1

52 The bathroom window(s) has locks 1

53 The bathroom window can be opened by easily operated controls fixed more than 750mm and less than 1200mm from floor 
level 1 1

54 The artificial light is well distributed with no areas of deep shadow 1 1

55 The bathroom light fittings conceal the light sources 1 1

56 The electric light illuminance is more than 200 lux 1

57 There is task lighting by the basin 1

58 There is task lighting over the shower/bath [Glossary 4.19] 1

59 The task lighting is controlled by a pull-cord which can be reached from a wheelchair 1

60 The bathroom has mechanical ventilation 1

61 The bathroom has a radiator or under floor heating 1

62 The radiator or underfloor heating has a low surface temperature 1

63 The room or radiator has an individual thermostatic temperature control 1

64 There is a wall-mounted electric heater 1

65 The bathroom background temperature is 23 deg C 1

Services and Systems
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66 The bathroom has an alarm call 1

67 The bathroom has a shaver point 1

68 The shaver point is more than 1000mm and less than 1100mm from floor level 1

69 The bathroom light switches are pull-cord or are located outside the room 1

Finishes
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70 The bathroom is decorated in a light colour with a matt finish 1

71 The bathroom floor is visually distinct from the bathroom fittings 1

72 The bathroom walls are visually distinct from the bathroom floor 1

73 The bathroom fittings are visually distinct from the bathroom walls 1

74 All bathroom walls are non-reflective [Glossary 6.02] 1

75 The bathroom flooring is non-reflective 1

76 The bathroom floor is properly laid and sealed 1

77 The bathroom flooring is non-slip 1

78 The bathroom floor materials are easy to clean 1 1 1

79 The bathroom wall finishes are easy to clean 1 1 1



80 The bathroom pipe work is sealed in a duct 1

81 The grab rails in the bathroom are non-clinical in appearance 1



Cupboards
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No. ITEM 0 0 0 0 0 0 0 0 4 0 0 0 0

Layout

1 Cupboard 1 is fitted with a light 1

2 Cupboard 2 is fitted with a light 1

3 Cupboard 3 is fitted with a light 1

4 Cupboard 4 is fitted with a light 1
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General items
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No. ITEM 5 1 1 0 1 0 0 0 1 0 0 0 0

Layout

1 All rooms in the living unit except the hall are rectangular in plan [Glossary 1.05] 1

2 The living unit is double aspect [Glossary 1.06] 1 1

3 Neighbouring windows are more than 22m away to maintain privacy [Item N/A for walk-through version of EVOLVE Tool] 1

4 If the living unit is on the ground floor, there is an associated private/semi-private external area (e.g. patio) 1

5 The living unit has patio doors 1

6 The living unit has space for a dining table and dining chairs 1

7 The living unit has space for four people to sit down and have a meal at a dining table 1 1
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Assistive technology
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No. ITEM 0 0 2 0 0 0 0 0 0 2 7 0 0

Layout

1 The living unit has a manual thermostat 1

2 The living unit has a property exit sensor 1 1

3 The living unit has a temperature extreme sensor in the kitchen 1 1

4 The living unit has a flood detector in the kitchen/bathroom 1 1

5 The living unit has a carbon monoxide detector 1

6 The living unit has a fall detector system 1

7 The living unit has a motion sensor 1

8 The living unit has a 2-way communicator with a monitoring centre 1
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Main lounge
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No. ITEM 5 0 13 1 1 2 11 5 26 17 3 1 0

Layout

1 The lounge and dining area occupy distinctly separate spaces 1

2 The lounge is located near to the main entrance 1

3 The lounge is visible from the main entrance 1 1

4 There is a small tea kitchen adjacent to the lounge 1

5 There is a WC close to the main lounge 1

6 The lounge has direct access to garden/garden terrace 1 1

7 The main lounge has storage space for CDs/DVDs 1

8 The main lounge has storage space for musical instruments 1

9 Wheelchairs can be integrated into the lounge’s seating arrangements 1 1

10 There is space inside the lounge entrance for a wheelchair turning circle more than 1500mm diameter 1

11 The distance between the opening edge of the door and any adjacent wall is more than 300mm 1

Building Elements
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12 The colour of the lounge door contrasts with the colour of the surrounding walls 1 1

13 The lounge door has a non-reflective satin or matt finish 1 1

14 The colour of the lounge door furniture contrasts with the colour of the lounge door 1 1

15 The lounge door furniture has a non-reflective finish 1 1

16 The lounge door handle is easy to operate (D-shape, L-shape, lever handle) 1 1

17 The lounge door opens with minimum pressure or is power-assisted 1 1

18 The lounge threshold is flush with general floor level 1

19 The lounge door has a clear opening more than 800mm 1

20 The lounge threshold with the garden is flush 1

21 The lounge door to the garden has a clear opening more than 800mm wide 1

Environmental Design
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22 The lounge has natural light 1 1

23 The lounge receives sunlight in the morning or afternoon 1 1

24 The lounge receives sunlight in the morning and afternoon 1 1
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25 S, E, W facing windows are free from obstruction to direct sunlight 1 1

26 The lounge windows have a view of the open sky 1 1

27 The lounge windows overlook outdoor spaces where there is human activity 1

28 The view from the lounge window consists of near and distant features of interest 1 1

29 The view from the lounge consists of natural features 1 1

30 The view from the lounge window is free from obstructions, e.g. a blank wall 1 1

31 The sill height is less than 600mm above floor level 1 1

32 The lounge has a daylight factor more than 2 1

33 There are shading devices for S, E, W facing windows 1 1

34 The shading devices can be operated by people using the lounge 1

35 The shading devices fully cover the lounge windows 1 1

36 The lounge has natural ventilation 1

37 The lounge windows have locks 1

38 The lounge windows can be opened by easily operated controls more than 750mm and less than 1200mm from floor level 1 1

39 Fitted lights closest to windows can be switched on and off independently of lights furthest from windows 1 1

40 The artificial light is well distributed with no areas of deep shadow 1 1

41 The lounge light fittings conceal the light source from view 1 1

42 The lounge lighting can be dimmed 1 1

43 The direction of the lounge lighting can be controlled 1 1

44 The electric light illuminance is more than 200 lux 1

45 The lounge has radiators or under floor heating 1

46 The radiator or underfloor heating has a low surface temperature 1

47 The room or radiator has an individual thermostatic temperature control 1

48 There are no wall mounted electric heaters present 1

49 There are no portable electric heaters present 1

50 The lounge background temperature is more than 21 and less than 23 deg C 1

Services and Systems
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51 The main lounge has an alarm system 1

52 The main lounge has a smoke detector 1

53 The lounge has an induction loop [Glossary 5.01] 1

54 There are power sockets on all of the lounge walls 1



55 The power sockets are more than 450mm and less than 1200mm from floor level 1

56 The lounge light switches are more than 1000mm and less than 1200mm from floor level 1

Finishes
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57 The lounge is decorated in a light colour with a matt finish 1

58 Deep pile carpets are avoided in the lounge 1

59 The lounge furnishings (e.g. chairs and curtains) are sound absorbent [Glossary 6.04] 1



Dining room
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No. ITEM 1 0 13 1 1 2 8 5 25 15 5 1 1

Layout

1 The dining room is near the main entrance 1

2 The dining room is visible from the main entrance 1 1

3 There is a communal WC close to the dining room 1

4 Residents can dine outside on a garden terrace 1

5 Wheelchairs can be integrated into the dining room’s seating arrangements 1 1

6 There is space inside the dining room entrance for a wheelchair turning circle more than 1500mm in diameter 1

7 The distance between the opening edge of the door and any adjacent wall is more than 300mm 1

Building Elements
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8 The colour of the dining room contrasts with the colour of surrounding walls 1 1

9 The dining room door has a non-reflective satin or matt finish 1 1

10 The colour of the dining room door handle contrasts with the colour of the dining room door 1 1

11 The dining room door furniture has a non-reflective finish 1 1

12 The dining room door handle is easy to operate (D-shape, L-shape, lever handle) 1 1

13 The dining room door opens with minimum pressure or is power-assisted 1 1

14 The dining room threshold is flush with general floor level 1

15 The dining room door has a clear opening more than 800mm 1

Environmental Design
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16 The dining room has natural light 1 1

17 The dining room receives sunlight in the morning or afternoon 1 1

18 The dining room receives sunlight in the morning and afternoon 1 1

19 S, E, W facing windows are free from obstruction to direct sunlight 1 1

20 The dining room window(s) has a view of the open sky 1 1

21 The dining room window(s) overlook outdoor spaces where there is human activity 1

22 The view from the dining room window consists of near and distant features of interest 1 1

23 The view from the dining room window consists of natural features 1 1

24 The view from the dining room window is free from obstructions, e.g. a blank wall 1 1
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25 The sill height is less than 600mm above floor level 1 1

26 The dining room has a daylight factor more than 2 1

27 There are shading devices for S, E, W facing windows 1 1

28 The shading devices can be operated by people using the dining room 1

29 The shading devices fully cover the dining room windows 1 1

30 The dining room has natural ventilation 1

31 The dining room windows have locks 1

32 The dining room windows can be opened by easily operated controls fixed more than 750mm and less than 1200mm from floor 
level 1 1

33 Fitted lights closest to windows can be switched on and off independently of lights furthest from windows 1 1

34 The artificial light is well distributed with no areas of deep shadow 1

35 The dining room light fittings conceal the light source 1 1

36 The dining room lighting can be dimmed 1 1

37 The direction of the dining room lighting can be controlled 1 1

38 The electric light illuminance is more than 200 lux 1

39 The dining room has radiators or underfloor heating 1

40 The radiator or underfloor heating has a low surface temperature 1

41 The room or radiator has an individual thermostatic temperature control 1

42 There are no wall-mounted electric heaters present 1

43 There are no portable electric heaters present 1

44 The dining room background temperature is more than 21 and less than 23 deg C 1

Services and Systems
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45 The dining room has an alarm call 1

46 The dining room has a smoke detector 1

47 The power sockets are more than 450mm and less than 1200mm from floor level 1

48 The dining room light switches are more than 1000mm and less than 1200mm from floor level 1

Finishes
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49 The dining room is decorated in a light colour with a matt finish 1

50 Deep pile carpets are avoided in the dining room 1

51 The dining room floor is non-slip 1

52 The dining room floor is easy to clean 1 1

53 The dining room furnishings (e.g. chairs and curtains) are sound absorbent 1



Small lounge
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No. ITEM 1 0 13 1 1 1 7 5 24 15 3 1 0

Layout

1 The lounge is located on the main circulation route 1

2 There is a communal WC close to the lounge 1

3 The lounge has storage space for CDs / DVDs 1

4 Wheelchairs can be integrated into the lounge’s seating arrangements 1 1

5 There is space inside the lounge entrance for a wheelchair turning circle more than 1500mm diameter 1

6 The distance between the opening edge of the door and any adjacent wall is more than 300mm 1

Building Elements

pr di
g

co
m

pc so
c

ex
t

ac
c

ph
y

se
n

de
m

sa
f

se
c

w
c

7 The colour of lounge door contrasts with the colour of the surrounding walls 1 1

8 The lounge door has a non-reflective satin or matt finish 1 1

9 The colour of the lounge door furniture contrasts with the colour of the lounge door 1 1

10 The lounge door furniture has a non-reflective finish 1 1

11 The lounge door handle is easy to operate (D-shape, L-shape, lever handle) 1

12 The lounge door opens with minimum pressure 1

13 The lounge threshold is flush with general floor level 1

14 The lounge door has a clear opening more than 800mm 1

Environmental Design
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15 The lounge has natural light 1 1

16 The lounge receives sunlight in the morning or afternoon 1 1

17 The lounge receives sunlight in the morning and afternoon 1 1

18 S, E, W facing windows are free from obstruction to direct sunlight 1 1

19 The lounge windows have a view of the open sky 1 1

20 The lounge windows overlook outdoor spaces where there is human activity 1

21 The view from the lounge window consists of near and distant features of interest 1 1

22 The view from the lounge consists of natural features 1 1

23 The view from the lounge window is free from obstructions, e.g. a blank wall 1 1

24 The sill height is less than 600mm above floor level 1 1
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25 The lounge has a daylight factor more than 2 1

26 There are shading devices for S, E, W facing windows 1 1

27 The shading devices can be operated by people using the lounge 1

28 The shading devices fully cover the lounge windows 1 1

29 The lounge has natural ventilation 1

30 The lounge window(s) has a lock 1

31 The lounge window(s) can be opened by easily operated controls more than 750mm and less than 1200mm from floor level 1 1

32 Fitted lights closest to windows can be switched on and off independently of lights furthest from windows 1 1

33 The artificial light is well distributed with no areas of deep shadow 1 1

34 The lounge light fittings conceal the light source from view 1 1

35 The lounge lighting can be dimmed 1 1

36 The direction of the lounge lighting can be controlled 1 1

37 The electric light illuminance is more than 200 lux 1

38 The lounge has a radiator(s) or under floor heating 1

39 The radiator or underfloor heating has a low surface temperature 1

40 The room or radiator has an individual thermostatic temperature control 1

41 There are no wall-mounted electric heaters present 1

42 There are no portable electric heaters present 1

43 The lounge background temperature is more than 21 and less than 23 deg C 1

Services and Systems
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44 The lounge has an alarm call 1

45 The lounge has a smoke detector 1

46 The lounge power sockets are more than 450mm and less than 1200mm from floor level 1

47 The lounge light switches are more than 1000mm and less than 1200mm from floor level 1

Finishes
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48 The lounge is decorated in a light colour with a matt finish 1

49 Deep pile carpets are avoided in the lounge 1

50 The lounge furnishings (e.g. chairs and curtains) are sound absorbent 1



Bar
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No. ITEM 1 0 14 1 0 2 8 4 21 14 6 3 2

Layout

1 The bar is located near to the main entrance 1

2 There is a WC located close to the bar 1

3 The bar has a separate room for storage 1

4 The bar can be secured from uncontrolled intrusion by the public, residents or visitors 1

5 Wheelchairs can be integrated into the bar's seating arrangements 1

6 There is space inside the bar entrance for a wheelchair turning circle more than 1500mm diameter 1

7 The distance between the opening edge of the door and any adjacent wall is more than 300mm 1

Building Elements
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8 The colour of the bar door contrasts with the colour of the surrounding walls 1 1

9 The bar door has a non-reflective finish 1 1

10 The colour of the bar door furniture contrasts with the colour of the bar door 1 1

11 The bar door furniture has a non-reflective satin or matt finish 1 1

12 The bar door handle is easy to operate (D-shape, L-shape, lever handle) 1

13 The bar door opens with minimum pressure 1

14 The bar threshold is flush with general floor level 1

15 The bar door has a clear opening more than 800mm wide 1

Fittings
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16 The bar counter is wheelchair accessible 1

17 The bar is provided with height adjustable shelving suitable for a till, glass storage etc. 1

18 The bar shelves are more than 550mm and less than 1400mm from floor level 1

19 The space between the bar counter and bar shelves is more than 1.2m wide 1

20 The bar has provision for safe and secure cash handling facilities 1

Environmental Design
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21 The bar has natural light 1 1

22 The bar receives sunlight in the morning or in the afternoon 1 1

23 The bar receives sunlight in the morning and afternoon 1 1
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24 The sill height is less than 600mm above floor level 1 1

25 The bar window(s) has a view of the open sky 1 1

26 The bar window(s) overlook outdoor spaces where there is human activity 1

27 The view from the bar window consists of near and distant features of interest 1 1

28 The view from the bar window consists of natural features 1 1

29 The view from the bar window is free from obstructions, e.g. a blank wall 1 1

30 There are shading devices for S, E, W facing windows 1 1

31 The shading devices can be operated by people using the bar 1

32 The shading devices fully cover the bar window(s) 1 1

33 The bar has natural ventilation 1

34 The bar window(s) has a lock 1

35 The bar window(s) can be opened by easily operated controls more than 750mm and less than 1200mm from floor level 1 1

36 The artificial light is well distributed with no areas of deep shadow 1 1

37 The bar light fittings conceal the light source from view 1 1

38 The bar lighting can be dimmed 1 1

39 The direction of the bar lighting can be controlled 1 1

40 The electric light illuminance is more than 200 lux 1

41 The bar has additional task lighting 1

42 The bar has mechanical ventilation 1

43 There is comfort cooling 1

44 The bar has a radiator(s) or under floor heating 1

45 The radiator or underfloor heating has a low surface temperature 1

46 The room or radiator has an individual thermostatic temperature control 1

47 There are no wall-mounted electric heaters present 1

48 There are no portable electric heaters present 1

49 The bar background temperature is more than 21 and less than 23 deg C 1
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50 The bar has an alarm call 1

51 The bar has a smoke detector 1

52 The bar has a telephone point 1

Finishes

pr di
g

co
m

pc so
c

ex
t

ac
c

ph
y

se
n

de
m

sa
f

se
c

w
c



53 The bar floor is non-reflective 1

54 Deep pile carpets are avoided In the bar 1

55 The bar floor is non-slip 1

56 The bar floor is easy to clean 1 1



Activity room
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No. ITEM 15 0 14 1 4 1 8 9 27 16 9 2 2

Layout

1 The activity room is on the main circulation route 1

2 There is space inside the activity room entrance for a wheelchair turning circle more than 1500mm diameter 1

3 The distance between the opening edge of the door and any adjacent wall is more than 300mm 1

Building Elements
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4 The colour of the activity room door contrasts with the colour of the surrounding walls 1 1

5 The activity room door has a non-reflective satin or matt finish 1 1

6 The colour of the activity room door handle contrasts with the colour of the activity room door 1 1

7 The activity room door furniture has a non-reflective finish 1 1

8 The activity room door handle is easy to operate (D-shape, L-shape, lever handle) 1

9 The activity room door opens with minimum pressure 1

10 The activity room threshold is flush with general floor level 1

11 The activity room door has a clear opening more than 800mm wide 1

Fittings - Sink
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12 The activity room has a sink for mixing/cleaning paints etc. 1

13 The activity room sink can be used for hand washing 1

14 The sink taps are ‘crossed type’ or lever 1

15 The activity room has table/counter space near the sink 1

Fittings - Tables
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16 The activity room has an easel(s)/table for painting on 1

17 The activity room has a table for writing/drawing on 1

18 There is space for two people to sit comfortably at the table 1

19 There is space for four people to sit comfortably at the table 1

20 Wheelchairs can be accommodated at the activity room tables 1 1

21 The seats in the activity room are the correct height for the table 1

22 Wheelchairs can be integrated into the activity room seating arrangements 1 1

Fittings - Workbenches
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23 The activity room has a workbench at which people can stand 1

24 The activity room has a workbench at which people can sit 1

25 Wheelchair users can access the workbench 1

26 The activity room has hanging storage on the wall above the workbench less than 1400mm from floor level 1

Fittings - General
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27 The activity room has shelving for materials more than 550mm and less than 1200mm from floor level 1

28 The activity room shelving is open 1 1 1

29 The activity room has a locked storage space for tools 1

30 The activity room has separate storage space for dangerous substances 1

31 The activity room has storage space for work in progress 1

32 The activity room has storage space for cleaning equipment 1

33 The activity room has space for displaying finished works 1

34 The activity room has space for the layout, cutting and assembly of projects 1

Music Facilities
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35 The activity room has space available to make music 1

36 The activity room has space for a chair and music stand 1

37 The activity room has space for a keyboard or piano 1

38 The activity room has space for a person to sit at a keyboard 1

39 The activity room has space for storing instruments/music stands/sheet music etc. 1

Environmental Design
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40 The activity room has natural light 1 1

41 The activity room receives sunlight in the morning or afternoon 1 1

42 The activity room receives sunlight in the morning and afternoon 1 1

43 S, E, W facing windows are free from obstruction to direct sunlight 1 1

44 The sill height is less than 600mm above floor level 1 1

45 The activity room window(s) has a view of the open sky 1 1

46 The activity room window(s) overlooks spaces where there is human activity 1

47 The view from the activity room window consists of near and distant features 1 1

48 The view from the activity room window consists of natural features 1 1

49 The view from the activity room window is free from obstructions, e.g. a blank wall 1 1

50 The activity room has a daylight factor more than 2 1



51 There are shading devices for S, E, W facing windows 1 1

52 The shading devices can be operated by people using the activity room 1

53 The shading devices fully cover the window(s) 1 1

54 The activity room has natural ventilation 1

55 The activity room window(s) has a lock 1

56 The activity room window can be opened by easily operated controls more than 750mm and less than 1200mm from floor level 1 1

57 Fitted lights closest to windows can be switched on and off independently of lights furthest from windows 1 1

58 The artificial light is well distributed with no areas of deep shadow 1 1

59 The activity room light fittings room conceal the light source 1 1

60 The activity room lighting can be dimmed 1 1

61 The direction of the activity room light can be controlled 1 1

62 The electric light illuminance is more than 500 lux 1

63 The activity room has additional task lighting 1

64 The task lighting comes from the side of a seated person 1

65 The activity room has mechanical ventilation 1

66 The activity room has a radiator(s) or under floor heating 1

67 The radiator or underfloor heating has low surface temperature 1

68 The room or radiator has an individual thermostatic temperature control 1

69 There are no wall-mounted electric heaters present 1

70 There are no portable electric heaters present 1

71 The activity room background temperature is more than 21 and less than 23 deg C 1

Services and Systems
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72 The activity room has an alarm call 1

73 The activity room has a smoke detector 1

74 The activity room has power sockets on all walls 1

75 The power sockets are within reach of where they are needed 1

76 The activity room power sockets are more than 450mm and less than 1200mm from floor level 1

77 Cables in the activity room are in safe and secure positions 1

78 The activity room light switches are more than 1000mm and less than 1200mm from floor level 1

Finishes
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79 The activity room is decorated in a light colour with a matt finish 1



80 The activity room walls are easy to clean 1

81 The activity room floor is non-slip 1

82 The activity room floor is non-reflective 1

83 The activity room floor is easy to clean 1



IT suite
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No. ITEM 7 0 12 0 1 1 6 5 23 14 8 2 1

Layout

1 The IT suite is on the main circulation route 1

2 There is space inside the IT suite entrance for a wheelchair turning circle more than 1500mm diameter 1

3 The distance between the opening edge of the door and any adjacent wall is more than 300mm 1

Building Elements

pr di
g

co
m

pc so
c

ex
t

ac
c

ph
y

se
n

de
m

sa
f

se
c

w
c

4 The colour of the IT suite’s door contrasts with the colour of the surrounding walls 1 1

5 The IT suite door has a non-reflective satin or matt finish 1 1

6 The colour of the IT suite door handle contrasts with the colour of the door 1 1

7 The IT suite door furniture has a non-reflective finish 1 1

8 The IT suite door handle is easy to operate (D-shape, L-shape, lever handle) 1

9 The IT suite door opens with minimum pressure 1

10 The IT suite threshold is flush with general floor level 1

11 The IT suite door has a clear opening more than 800mm wide 1

Fittings
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12 The IT suite has more than 1 usuable computer terminal 1

13 The IT suite has more than 1 chair and desk/table on which people can use a tabletop PC 1

14 There is space at the computer desk/tables for two people to sit 1

15 Wheelchairs can be accommodated at the computer desk/tables 1

16 The desk/tables are big enough to allow PC monitors to be placed at a suitable distance from people’s eyes. 1

17 The PC monitors in the IT suite are placed perpendicular to the window(s) 1

18 The IT suite has more than 1 chair in which a person can comfortably use a laptop computer 1

19 The PCs in the IT suite are secured against removal 1

20 The IT suite is provided with a printer(s) 1

21 The IT suite has space for storing printing supplies, disks and manuals 1

Environmental Design
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22 The IT suite has natural light 1 1

23 The IT suite receives sunlight in the morning or afternoon 1 1

domain weighting



24 The IT suite receives sunlight in the morning and afternoon 1 1

25 The sill height is less than 600mm above floor level 1 1

26 The IT suite window(s) has a view of the open sky 1 1

27 The IT suite window(s) overlooks spaces where there is a human activity 1

28 The view from the IT suite window(s) consists of near and distant features 1 1

29 The view from the IT suite window(s) consists of natural features 1 1

30 The view from the IT suite window is free from obstructions, e.g. a blank wall 1 1

31 There are shading devices for S, E, W facing windows 1 1

32 The shading devices fully cover the window(s) 1 1

33 The shading devices can be operated by people using the lounge 1

34 The IT suite has natural ventilation 1

35 The IT suite window(s) has a lock 1

36 The IT suite window(s) can be opened by easily operated controls more than 750mm and less than 1200mm from floor level 1 1

37 The artificial light is well distributed with no areas of deep shadow 1 1

38 The IT suite light fittings conceal the light source 1 1

39 The IT suite lighting can be dimmed 1 1

40 The direction of the lighting in the IT suite can be controlled 1 1

41 The electric light illuminance is more than 200 lux 1

42 The IT suite has additional task lighting 1

43 The task lighting comes from the side of a seated person 1

44 The IT suite has a radiator(s) or under floor heating 1

45 The radiator or underfloor heating has a low surface temperature 1

46 The room or radiator has an individual thermostatic temperature control 1

47 There are no wall-mounted electric heaters present 1

48 There are no portable electric heaters present 1

49 The IT suite background temperature is more than 21 and less than 23 deg C 1

Services and Systems
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50 The IT suite has an alarm call 1

51 The IT suite has a smoke detector 1

52 The IT suite is provided with broadband connections 1

53 The IT suite has power sockets on all walls 1



54 The power sockets are within reach of the PC termini 1

55 The IT suite power  sockets are more than 450mm and less than 1200mm from floor level 1

56 All cables in the IT suite are in safe and secure positions 1

57 The I.T. Suite light switches are more than 1000mm and less than 1200mm from floor level 1

Finishes
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58 The IT suite is decorated in a light colour with a matt finish 1

59 The IT suite floor finish is non-reflective 1

60 The IT suite floor is non-slip 1

61 The IT suite floor is easy to clean 1



Library
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No. ITEM 6 0 12 0 3 1 8 7 24 15 3 1 0

Layout

1 The library is on the main circulation route 1

2 There is space inside the library entrance for a wheelchair turning circle more than 1500mm diameter 1

3 The distance between the opening edge of the door and any adjacent wall is more than 300mm 1

Building Elements
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4 The colour of the library door contrasts with the colour of the surrounding walls 1 1

5 The library door has a non-reflective satin or matt finish 1 1

6 The colour of the library door handle contrasts with the colour of the door 1 1

7 The library door furniture has a non-reflective finish 1 1

8 The library door handle is easy to operate (D-shape, L-shape, lever handle) 1

9 The library door opens with minimum pressure 1

10 The library threshold is flush with general floor level 1

11 The library door has a clear opening more than 800mm wide 1

Fittings
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12 The library is provided with shelving for different size books 1

13 The library book shelves are more than 550mm and less than 1400mm from floor level 1

14 The library is provided with a magazine rack 1

15 The magazine rack is more than 550mm and less than 1400mm from floor level 1

16 The library is provided with a table(s) for reading on 1

17 There is space for two people to sit comfortably at the table(s) 1

18 There is space for four people to sit comfortably at the table(s) 1

19 Wheelchairs can be accommodated at the library table(s) 1

20 The library has informal seating arrangements 1

21 Wheelchairs can be integrated into the library seating arrangements 1

22 The library has a desk for issuing and returning books 1

23 The library has space for a trolley for restacking shelves 1

24 The library has audio books 1

domain weighting



25 The library has headphones and equipment for listening to audio books 1

26 The library has a magnifying device 1

Environmental Design
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27 The library has natural light 1 1

28 The library receives sunlight in the morning or afternoon 1 1

29 The library receives sunlight in the morning and afternoon 1 1

30 The sill height is less than 600mm above floor level 1 1

31 The library window(s) has a view of the open sky 1 1

32 The library window(s) overlooks spaces where there is a human activity 1

33 The view from the library window(s) consists of near and distant features 1 1

34 The view from the library window(s) consists of natural features 1 1

35 The view from the library window is free from obstructions, e.g. a blank wall 1 1

36 There are shading devices for S, E, W facing windows 1 1

37 The shading devices can be used by people using the library 1

38 The shading devices fully cover the window(s) 1 1

39 The library has natural ventilation 1

40 The library window(s) has a lock 1

41 The library window(s) can be opened by easily operated controls more than 750mm and less than 1200mm from floor level 1 1

42 The artificial light is well distributed with no areas of deep shadow 1 1

43 The library light fittings conceal the light source 1 1

44 The library lighting can be dimmed 1 1

45 The direction of the lighting in the library can be controlled 1 1

46 The electric light illuminance is more than 200 lux 1

47 The library has seating with task lighting for reading 1

48 The library has a radiator(s) or under floor heating 1

49 The radiator or underfloor heating has a low surface temperature 1

50 The room or radiator has an individual thermostatic temperature control 1

51 There are no wall-mounted electric heaters present 1

52 There are no portable electric heaters present 1

53 The library background temperature is between 21 and 23 deg C 1

Services and Systems
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54 The library has an alarm system 1

55 The library has a smoke detector 1

56 There are power sockets on the library walls 1

57 The library power sockets are more than 450mm and less than 1200mm from floor level 1

58 The library light switches are more than 1000mm and less than 1200mm from floor level 1

Finishes
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59 The library is decorated in a light colour with a matt finish 1

60 Deep pile carpets are avoided in the library 1

61 The library furnishings (including chairs and curtains) are sound absorbent 1



Conservatory

pr di
g

co
m

pc so
c

ex
t

ac
c

ph
y

se
n

de
m

sa
f

se
c

w
c

No. ITEM 2 0 11 0 1 0 7 3 11 7 3 0 2

Layout

1 The conservatory lies on a NE/SW orientation axis 1

2 The garden can be accessed from the conservatory 1

3 There is space in the conservatory for social activities to take place 1

4 Wheelchairs can be integrated into the conservatory seating arrangements 1

5 There is space at the conservatory entrance for a wheelchair turning circle more than 1500mm in diameter 1

Building Elements
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6 The colour of the conservatory door contrasts with the colour of the surrounding walls 1 1

7 The conservatory door has a non-reflective satin or matt finish 1 1

8 The colour of the conservatory door furniture contrasts with the colour of the conservatory door 1 1

9 The conservatory door furniture has a non-reflective finish 1 1

10 The conservatory door handle is easy to operate (D-shape, L-shape, lever handle) 1 1

11 The conservatory door opens with minimum pressure 1 1

12 The conservatory threshold is flush with general floor level 1

13 The conservatory door has a clear opening more than 800mm wide 1

Fittings
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14 The conservatory has pots and planters with plants growing in them 1

Environmental Design
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15 The view from the conservatory consists of near and distant features of interest 1 1

16 The view from the conservatory consists of natural features 1 1

17 The view from the conservatory is unobstructed by buildings 1 1

18 The artificial light in the conservatory is well distributed with no areas of deep shadow 1

19 The conservatory has roof blinds 1

20 The conservatory has window blinds 1

21 The blinds can be operated by people using the conservatory 1

22 The blinds fully cover the conservatory windows 1

23 The conservatory has natural ventilation 1
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24 The conservatory windows are positioned to maximise cross ventilation 1

25 The conservatory windows can be opened by easily operated controls fixed more than 750mm and less than 1200mm from floor 
level 1 1

26 The conservatory windows can be easily accessed for cleaning 1

27 The conservatory glazing uses double glazing 1

28 The conservatory has thermostat controlled ventilation 1

29 The conservatory has a radiator or under floor heating 1

30 The radiator or underfloor heating has a low surface temperature 1

31 The room or radiator has an individual thermostatic temperature control 1

32 The conservatory background temperature is more than 21 and less than 23 deg C 1

Finishes
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33 Deep pile carpets are avoided in the conservatory 1

34 The conservatory floor has a non-reflective finish 1

35 The conservatory flooring materials are unaffected by water 1

36 The conservatory floor is non-slip 1

37 The conservatory has an internal drain 1



Garden
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No. ITEM 6 0 3 0 2 0 8 4 7 5 6 2 0

Layout

1 The garden has a gated perimeter 1 1

2 The garden perimeter gates are locked 1 1

3 The garden is equipped with garden furniture 1

4 There are areas in the garden where residents can grow plants and vegetables 1

5 The garden has wheelchair accessible raised flower beds 1

6 There is a greenhouse where residents can grow plants and vegetables 1

7 There is a tool shed for storing gardening equipment 1

8 The garden has an area for organising al-fresco dining and BBQs 1

9 The garden has an area for activities such as bowling 1

10 Sitting areas in the garden avoid exposure to summer midday sun 1

11 Sitting areas in the garden are protected from prevailing winds 1

12 Parts of the garden are visible from the main communal areas 1 1

13 Parts of the garden are visible from individual living units 1 1

14 The garden can be directly accessed from the living units on the ground floor 1

15 Access to the garden is level or gently ramped (less than 1:20) 1

16 The distance between the opening edge of the door to the garden and any adjacent wall is more than 300mm 1

17 There is space within the garden at the access point for a wheelchair turning circle more than 1500mm in diameter 1

18 The garden paths can accommodate two adjacent wheelchairs (more than 1.8m wide) 1

19 The garden paths are level with a maximum gradient of 1:20 1

20 There are resting areas in the garden at least every 30m along travel routes 1

Building Elements
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21 The garden gate(s) has a lock which is easy to operate 1

22 The garden gate(s) handle is easy to operate (D-shape, L-shape, lever handle) 1

23 The garden threshold is flush with general floor level 1

24 The garden door(s) has a clear opening more than 800mm wide 1

Fittings
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25 The garden can be used all year round 1

26 The garden is planted with deciduous trees to give shade in the summer 1

27 The plants in the garden show seasonal variation 1

28 The plants in the garden vary in height 1

29 The plants in the garden vary in structure 1

30 The garden plants are non-poisonous [Item N/A for walk-through version of EVOLVE Tool] 1 1

31 There is a dog run (minimum area 2m x 4m) 1

32 The dog run is provided with a concrete floor, hose and foul drain 1

Environmental Design
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33 The main garden paths and terraces have low-mounted down lighters 1 1

Services and Systems
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34 The seating and activity areas in the garden are provided with weather proof electric sockets 1
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35 The garden paths are made from firm and durable materials 1

36 The garden paths have non-slip surfaces 1

37 Garden paths are visually distinct from grass/ground cover 1



Assisted bathroom
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No. ITEM 0 5 10 6 0 0 8 13 16 0 11 1 7

Layout

1 There is an assisted bathroom on every floor 1 1

2 The assisted bathroom contains a changing facility, i.e. a cubicle 1

3 There is space inside the assisted bathroom for a wheelchair turning circle more than 1500mm in diameter 1

4 The distance between the opening edge of the door and any adjacent wall is more than 300mm 1

Building Elements
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5 The colour of the assisted bathroom door contrasts with the colour of the surrounding walls 1

6 The assisted bathroom door has a non-reflective satin or matt finish 1

7 The assisted bathroom door handle colour contrasts with the colour of the assisted bathroom door 1

8 The assisted bathroom door furniture has a non-reflective finish 1

9 The assisted bathroom door handle is easy to operates (D-shape, L-shape, lever handle) 1 1

10 The assisted bathroom door opens with minimum pressure 1 1

11 The assisted bathroom door has a lock which is easy to operate 1

12 The assisted bathroom door can be unlocked from the outside in emergencies 1

13 The assisted bathroom threshold is flush with general floor level 1

14 When the assisted bathroom door is open privacy screens prevent views into the room 1

15 The assisted bathroom door opening is more than 800mm wide 1

Fittings - Bath
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16 There is more than 700mm clear space either side of the bath for carers 1 1

17 There is a shower fitting fixed to the bath 1

18 The assisted bathroom contains a seat 1

19 The bath can accommodate a hoist 1 1

20 The bath has a safety temperature thermostat 1

Fittings - Washbasin
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21 The assisted bathroom contains a washbasin 1

22 The assisted bathroom contains a wall mounted washbasin 1

23 The washbasin taps are ‘large cross’ type or ‘lever’ handle 1
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24 Grab rails are fixed around the washbasin 1

25 The washbasin has a safety temperature thermostat 1

26 There is more than 600mm on each side of the washbasin for carers 1

Fittings - WC
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27 The assisted bathroom contains a WC 1

28 The toilet bowl can be reached by lateral transfer from a wheelchair 1 1

29 The toilet is fitted with a paddle-shaped flush 1

30 Support rails are fitted around the WC 1

31 There is 600mm either side of the toilet to allow access for a carer 1

Fittings - General
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32 The assisted bathroom has shelves for clothing 1

33 The assisted bathroom has shelves for toiletries 1

34 The assisted bathroom has mounted clothes hooks less than 1400mm from floor level 1 1

Environmental Design
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35 The assisted bathroom has natural light 1

36 The assisted bathroom window(s) is frosted glass 1

37 There are shading devices for S, E, W facing windows 1 1

38 The shading devices can be operated by people using the assisted bathroom 1

39 The shading devices fully cover the window(s) 1 1

40 The assisted bathroom has natural ventilation 1

41 The assisted bathroom window(s) has a lock 1

42 The assisted bathroom window(s) can be opened by easily operated controls fixed more than 750mm and less than 1200mm 
from floor level 1 1

43 The artificial light is well distributed with no areas of deep shadow 1

44 The assisted bathroom light fittings conceal the light sources 1

45 The electric light illuminance is more than 200 lux 1

46 The assisted bathroom has additional task lighting 1

47 The assisted bathroom has mechanical ventilation 1

48 The assisted bathroom has a radiator or under floor heating 1

49 The radiator or underfloor heating has a low surface temperature 1

50 The room or radiator has an individual thermostatic temperature control 1

51 There is a wall-mounted high-level electric heater controlled by a pull cord 1



52 The assisted bathroom background temperature is 23 deg C 1

Services and Systems
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53 The assisted bathroom has an alarm call 1

54 The assisted bathroom light switches are pull-cord or are located outside the room 1

Finishes
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55 The assisted bathroom is decorated in a light colour with a matt finish 1

56 The assisted bathroom floor is visually distinct from the bathroom fittings 1

57 The assisted bathroom walls are visually distinct from the floor 1

58 The assisted bathroom fittings are visually distinct from the walls 1

59 The assisted bathroom flooring is non-reflective 1

60 The assisted bathroom floor is properly laid and sealed 1

61 The assisted bathroom flooring is non-slip 1

62 The assisted bathroom flooring is easy to clean 1 1

63 The assisted bathroom walls are easy to clean 1 1

64 The assisted bathroom pipe work is sealed in a duct 1

65 The assisted bathroom grab rails are non-clinical in appearance 1



WC
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No. ITEM 0 1 5 7 0 0 12 8 13 5 10 0 4

Layout

1 There are WCs on the ground floor close to the main communal facilities 1 1

2 There are WCs located on the higher floors 1 1

3 There is a WC accessible from the garden 1 1

4 The WC(s) are single-sex 1

5 There is space inside each WC for a wheelchair turning circle more than 1500mm in diameter 1

6 The distance between the opening edge of the door and any adjacent wall is more than 300mm 1

Building Elements
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7 The colour of the WC(s) door contrasts with the colour of the surrounding walls 1 1

8 The WC(s) door has a non-reflective satin or matt finish 1 1

9 The colour of the WC door handle contrasts with the colour of the WC door 1 1

10 The WC door furniture has a non-reflective finish 1 1

11 The WC door opens outwards 1

12 Emergency escape routes are unobstructed by outwards opening WC doors 1

13 The WC door has a lock which is easy to operate 1 1

14 The WC door can be unlocked from the outside 1

15 The WC door handle is easy to operate (D-shape, L-shape, lever handle) 1 1

16 The WC threshold is flush with general floor level 1

17 The WC door opening is more than 800mm wide 1

Fittings - WC
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18 The toilet bowl can be reached by lateral transfer from a wheelchair 1 1

19 The toilet is fitted with a paddle-shaped flush 1

20 There is 600mm each side of the toilet to allow access for a carer 1

21 Support rails are fitted around the WC 1

Fittings - Washbasin
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22 The WC contains a washbasin 1

23 The washbasin is wall-mounted 1
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24 The washbasin taps are ‘large cross’ type or ‘lever’ handle 1

25 Grab rails are fixed around the washbasin 1

26 The washbasin has a safety temperature thermostat 1

Fittings - General
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27 The WC has a mirror 1

28 The WC mirror can be used by people seated or standing 1

29 The WC contains a soap dispenser 1

30 The soap dispenser is more than 1000mm and less than 1100mm from floor level 1

31 The WC contains a paper towel dispenser or hand dryer 1

32 The paper towel dispenser or hand dryer is more than 1000mm and less than 1100mm from floor level 1

Environmental Design
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33 The artificial light is well distributed with no areas of deep shadow 1

34 The WC light fittings conceal the light sources 1 1

35 The electric light illuminance is more than 200 lux 1

36 The WC has mechanical ventilation 1

37 The WC has a radiator or under floor heating 1

38 The radiator or underfloor heating has a low surface temperature 1

39 The room or radiator has an individual thermostatic temperature control 1

40 There are no wall mounted electric heaters present 1

41 The WC background temperature is 23 deg C 1

Services and Systems
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42 The WC has an emergency alarm cord 1

43 The WC pipe work is sealed in a duct 1

Finishes
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44 The WC walls are decorated in a light colour with a matt finish 1

45 The WC floor is visually distinct from the sanitary fittings 1

46 The WC walls are visually distinct from the WC floor 1

47 The sanitary fittings are visually distinct from the WC walls 1

48 The WC walls are non-reflective 1

49 The WC flooring is non-reflective 1

50 The WC floor is properly laid and sealed 1



51 The WC flooring is non-slip 1

52 The WC floor is easy to clean 1

53 The WC wall finishes are easy to clean 1 1



Clinic
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No. ITEM 2 4 10 4 0 1 8 8 16 8 11 4 7

Layout

1 The clinic is on the main circulation route 1

2 There is a communal WC close to the clinic 1

3 The clinic can be secured from uncontrolled intrusion by the public, residents or visitors 1

4 There is acoustic privacy within the clinic 1

5 There is seating outside the clinic for waiting patients 1 1

6 Wheelchairs can be integrated into the seating arrangements outside the clinic 1

7 The clinic has a more than 1 usable computer terminal 1

8 The clinic has a chair and desk/table on which a clinician can use a tabletop PC or a laptop computer 1

9 There is room in the clinic for secure document storage, such as storage cabinets and filing cabinets 1

10 The clinic has seating for patients 1

11 Wheelchairs can be integrated into the seating arrangements 1

12 The clinic contains a treatment couch 1

13 The treatment couch can be screened off from the rest of the clinic 1

14 The clinic contains a practitioner’s chair 1

15 There is space inside the clinic entrance for a wheelchair turning circle more than 1500mm diameter 1

16 The distance between the opening edge of the door and any adjacent wall is more than 300mm 1

Building Elements
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17 The colour of the clinic door contrasts with the colour of the surrounding walls 1 1

18 The clinic door has a non-reflective satin or matt finish 1 1

19 The colour of the clinic door handle contrasts with the colour of the clinic door 1 1

20 The clinic door furniture has a non-reflective finish 1 1

21 The clinic door handle is easy to operate (D-shape, L-shape, lever handle) 1

22 The clinic door opens with minimum pressure 1

23 The clinic threshold is flush with general floor level 1

24 The clinic door has a clear opening more than 800mm wide 1

Fittings
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25 The clinic contains a washbasin 1

26 The clinic contains a wall mounted washbasin 1

27 The washbasin taps are ‘lever’ handle 1

28 The clinic has a soap dispenser 1

29 The soap dispenser is more than 1000mm and less than 1100mm from floor level 1

30 The clinic has a paper towel dispenser 1

31 The paper towel dispenser is more than 1000mm and less than 1100mm from floor level 1

32 The clinic has space for a non-clinical waste bin 1

33 The clinic has space for a clinical waste bin 1

34 The clinic has space for a sharps bin 1

35 The clinic has space for an autoclave 1

36 The clinic has storage for medical equipment 1

37 The clinic has a locked storage for medical equipment such as syringes etc. 1

38 The clinic has a locked medicine cabinet 1

Environmental Design
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39 The clinic has natural light 1 1

40 The clinic receives sunlight in the morning or afternoon 1 1

41 The clinic receives sunlight in the morning and afternoon 1 1

42 The clinic windows have frosted glazing 1

43 There are shading devices for S, E, W facing windows 1 1

44 The shading devices can be operated by people using the clinic 1

45 The shading devices fully cover the window(s) 1 1

46 There are wall blinds for the clinic window(s) 1

47 The artificial light is well distributed with no areas of deep shadow 1

48 The clinic light fittings conceal the light source 1 1

49 The direction of the lighting in the clinic can be controlled 1 1

50 The electric light illuminance is more than 500 lux 1

51 The clinic has additional task lighting 1

52 The clinic has mechanical ventilation 1

53 The clinic has a radiator or under floor heating 1

54 The radiator or underfloor heating has a low surface temperature 1



55 The room or radiator has an individual thermostatic temperature control 1

56 There are no wall-mounted electric heaters present 1

57 There are no portable electric heaters present 1

58 The background temperature in the clinic is 23 deg C 1

Services and Systems
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59 The clinic has an alarm call 1

60 The clinic has a smoke detector 1

61 The clinic has a telephone point 1

62 The clinic has power sockets on all walls 1

63 The power sockets are within reach of where they are needed 1

64 The clinic power sockets are more than 450mm and less than 1200mm from floor level 1

65 Cables in the clinic are in safe and secure positions 1

Finishes
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66 The clinic is decorated in a light colour with a matt finish 1

67 The clinic flooring is non-reflective 1

68 The clinic floor is properly laid and sealed 1

69 The clinic flooring is non-slip 1

70 The clinic floor is easy to clean 1 1



Therapy room
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No. ITEM 1 0 13 4 0 1 7 7 15 9 5 1 3

Layout

1 The therapy room is on the main circulation route 1

2 The therapy room has seating for waiting clients 1

3 Wheelchairs can be integrated into the seating arrangements 1

4 The therapy room has a massage table 1

5 The therapy room has shelving for towels 1

6 The therapy room has shelving for therapy equipment 1

7 The therapy room has space for a waste bin 1

8 The therapy room has space for a clinical waste bin 1

9 There is space inside the therapy room entrance for a wheelchair turning circle more than 1500mm diameter 1

10 The distance between the opening edge of the door and any adjacent wall is more than 300mm 1

Building Elements
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11 The colour of the therapy room door contrasts with the colour of the surrounding walls 1 1

12 The therapy room door has a non-reflective satin or matt finish 1 1

13 The colour of the therapy room door handle contrasts with the colour of the therapy room door 1 1

14 The therapy room door furniture has a non-reflective finish 1 1

15 The therapy room door handle is easy to operate (D-shape, L-shape, lever handle) 1

16 The therapy room door opens with minimum pressure 1

17 The therapy room threshold is flush with general floor level 1

18 The therapy room door has a clear opening more than 800mm wide 1

Fittings - Washbasin

pr di
g

co
m

pc so
c

ex
t

ac
c

ph
y

se
n

de
m

sa
f

se
c

w
c

19 The therapy room contains a washbasin 1

20 The therapy room contains a wall mounted washbasin 1

21 The washbasin taps are ‘large cross’ type or ‘lever’ handle 1

22 The therapy room has soap dispenser 1

23 The soap dispenser is more than 1000mm and less than 1100mm from floor level 1

24 The therapy room has a paper dispenser or hand dryer 1
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25 The paper dispenser is more than 1000mm and less than 1100mm from floor level 1

Environmental Design
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26 The therapy room has natural light 1 1

27 The therapy room receives sunlight in the morning or afternoon 1 1

28 The therapy room receives sunlight in the morning and afternoon 1 1

29 There are shading devices for S, E, W facing windows 1 1

30 The shading devices can be operated by people using the therapy room 1

31 The shading devices fully cover the window(s) 1 1

32 The therapy room has natural ventilation 1

33 The therapy room window(s) has a lock 1

34 The therapy room window(s) can be opened by easily operated controls more than 750mm and less than 1200mm from floor level 1 1

35 The artificial light is well distributed with no areas of deep shadow 1 1

36 The therapy room light fittings conceal the light source 1 1

37 The therapy room lighting can be dimmed 1 1

38 The direction of the light in the therapy room can be controlled 1 1

39 The electric light illuminance is more than 200 lux 1

40 The therapy room has mechanical ventilation 1

41 The therapy room has a radiator or under floor heating 1

42 The radiator or underfloor heating has a low surface temperature 1

43 The room or radiator has an individual thermostatic temperature control 1

44 There are no wall-mounted electric heaters present 1

45 There are no portable electric heaters present 1

46 The therapy room background temperature is 23 deg C 1

Services and Systems
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47 The therapy room has an alarm call 1

48 The therapy room has a smoke detector 1

49 The therapy room has a telephone point 1

Finishes
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50 The therapy room is painted in a light colour with a matt finish 1

51 The therapy room floor is non-slip 1

52 The therapy room floor is easy to clean 1



Gym
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No. ITEM 3 4 12 3 0 2 7 11 26 14 15 2 5

Layout

1 The gym is on the main circulation route 1

2 The gym has more than 30m2 space available for a group of people to exercise 1

3 The gym provides more than 5m2 of floor area per piece of gym equipment 1

4 The gym is arranged into gym zones 1

5 The gym has more than 1 treadmill or exercise bike 1

6 The gym has a dedicated fitness desk which acts as a base for gym staff 1

7 There is space inside the gym entrance for a wheelchair turning circle more than 1500mm diameter 1

8 The distance between the opening edge of the door and any adjacent wall is more than 300mm 1

Building Elements
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9 The colour of the gym door contrasts with the colour of the surrounding walls 1 1

10 The gym door has a non-reflective satin or matt finish 1 1

11 The colour of the gym door handle contrasts with the colour of the gym door 1 1

12 The gym room door furniture has a non-reflective finish 1 1

13 The gym door handle is easy to operate (D-shape, L-shape, lever handle) 1

14 The gym door opens with minimum pressure 1

15 The gym threshold is flush with general floor level 1

16 The gym door has a clear opening more than 800mm wide 1

Fittings
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17 The gym walls are strong enough to support fixed exercise equipment [Item N/A for walk-through version of EVOLVE Tool] 1

18 The gym has large wall mirrors 1 1

19 The gym is provided with a drinking fountain 1

20 The drinking fountain is more than 450mm and less than 1200mm from floor level 1

21 The gym is provided with a paper towel dispenser 1

22 The paper towel dispenser is more than 1000mm and less than 1100mm from floor level 1

23 The gym has accessible racking and storage for loose equipment 1

Changing Rooms
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24 The gym has separate single-sex changing rooms 1

25 The changing rooms are clearly signposted 1

26 The threshold between the changing area and the gym is flush 1

27 Privacy screens prevent views into the gym/changing room 1

28 The changing rooms are provided with individual changing cubicles 1

29 The changing cubicle is large enough to allow a carer to be present 1

30 The changing area has coat hooks less than 1400mm from floor level 1

31 The changing area is provided with open bench seating 1

32 The changing area is provided with a vanity area with mirrors and hairdryers 1

33 The changing rooms are designed to separate wet and dry foot traffic 1

34 Gym users can deposit their clothes/valuables in lockers 1

Fittings - Changing Room
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35 The changing rooms are provided with individual shower cubicles 1

36 The threshold between the shower and the changing area is flush 1

37 The shower cubicle is large enough to allow a carer to be present 1

38 Individual shower cubicles contain a WC and a washbasin adjacent to the shower 1

39 The changing room shower has a drop down seat 1

40 The changing room shower has grab rails 1

41 The changing room shower(s) has a safe and simple safe fall to the drainage channel 1

42 The drying area has grab rails 1

Environmental Design
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43 The gym has natural light 1 1

44 The gym receives sunlight in the morning or in the afternoon 1 1

45 The gym receives sunlight in the morning and afternoon 1 1

46 The sill height is less than 600mm above floor level 1 1

47 The gym has a view of the open sky 1 1

48 The gym window(s) overlook outdoor spaces where there is human activity 1

49 The view from the gym window consists of near and distant features of interest 1 1

50 The view from the gym window consists of natural features 1 1

51 The view from the gym window is free from obstructions, e.g. a blank wall 1 1

52 There are shading devices for S, E, W facing windows/roof lights 1 1



53 The shading devices can be operated by people using the gym 1

54 The shading devices fully cover the window(s) 1 1

55 The gym has natural ventilation 1

56 The gym window(s) has a lock 1

57 The gym window(s) can be opened by easily operated controls more than 750mm and less than 1200mm from floor level 1 1

58 The artificial light is well distributed with no areas of deep shadow 1 1

59 The gym light fittings conceal the light source 1 1

60 The direction of the light in the gym can be controlled 1 1

61 The electric light illuminance is more than 200 lux 1

62 The illuminance for free weights in the gym is more than 300 lux 1

63 The gym has mechanical ventilation 1

64 There is comfort cooling 1

65 The gym heating and ventilation systems are acoustically dampened 1

66 The gym has a radiator or under floor heating 1

67 The radiator or underfloor heating has a low surface temperature 1

68 The room or radiator has an individual thermostatic temperature control 1

69 There are no wall-mounted electric heaters present 1

70 There are no portable electric heaters present 1

Services and Systems
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71 The gym has an alarm call 1

72 The changing area has an alarm call 1

73 The gym has a smoke detector 1

74 The gym has a telephone point 1

75 The gym light switches are more than 1000mm and less than 1200mm from floor level 1

76 Power cables to the gym equipment are concealed 1

Finishes
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77 The gym floor colour contrasts with the colour of the gym equipment 1

78 The colour of the walkways between the gym equipment contrasts with the colour of the general floor finish 1

79 The gym has a slip-resistant floor finish 1

80 The gym floor is easy to clean 1 1

81 The gym walls are easy to clean 1



82 The changing room walls are visually distinct from the changing room door 1

83 The changing room floor is visually distinct from the changing room fittings 1

84 The changing room floor is non-slip 1



Hairdresser
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No. ITEM 1 0 13 0 0 1 8 6 15 4 5 1 6

Layout

1 The salon has at least 2 work stations 1

2 There is space in the salon for waiting clients to sit down 1

3 Wheelchairs can be integrated into the salon seating arrangement in the working area and the waiting area 1

4 The salon has a separate room for mixing chemicals 1

5 The salon has a staff room for the hairdresser 1

6 There is space inside the salon entrance for a wheelchair turning circle more than 1500mm diameter 1

7 The distance between the opening edge of the door and any adjacent wall is more than 300mm 1

Building Elements
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8 The colour of the salon door contrasts with the colour of the surrounding walls 1 1

9 The salon door has a non-reflective satin or matt finish 1 1

10 The colour of the salon door furniture contrasts with the colour of the salon door 1 1

11 The salon door furniture has a non-reflective finish 1 1

12 The salon door handle is easy to operate (D-shape, L-shape, lever handle) 1 1

13 The salon door opens with minimum pressure 1 1

14 The salon threshold is flush with general floor level 1

15 The salon door has a clear opening more than 800mm wide 1

Fittings - Hair-Washing Basins
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16 The salon is provided with a backward hair washing basin 1

17 The salon is provided with a forward hair washing basin 1

18 All hair washing basins can be raised or lowered 1

19 The hair washing basins are wheelchair accessible 1

Fittings - General

20 The salon has shelving for towels 1

21 The salon has shelving for hairdressing equipment 1

22 The salon mirrors can be used by people sitting or standing 1

23 The salon has clothes hooks less than 1400mm from floor level 1
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Environmental Design

24 The salon has natural light 1

25 The salon receives sunlight in the morning or afternoon 1

26 There are shading devices for S, E, W facing windows 1 1

27 The shading devices can be operated by people using the salon 1

28 The shading devices fully cover the window(s) 1 1

29 The salon  has natural ventilation 1

30 The salon window(s) has a lock 1

31 The salon window(s) can be opened by easily operated controls more than 750mm and less than 1200mm from floor level 1 1

32 The artificial light is well distributed with no areas of deep shadow 1

33 The salon is illuminated with white light 1

34 The salon light fittings conceal the light source 1

35 The direction of the salon light can be controlled 1

36 The electric light illuminance is more than 500 lux 1

37 The salon has additional task lighting 1

38 The salon has mechanical ventilation 1

39 The salon has a radiator or under floor heating 1

40 The radiator or underfloor heating has a low surface temperature 1

41 The room or radiator has an individual thermostatic temperature control 1

42 There are no wall-mounted electric heaters present 1

43 There are no portable electric heaters present 1

44 The salon background temperature is more than 21 and less than 23 deg C 1

Services and Systems

45 The salon has an alarm call 1

46 The salon has a smoke detector 1

47 The salon has a telephone point 1

48 Each work station has at least 2 electrical points 1

Finishes

49 The salon floor is non-slip 1

50 The salon floor is easy to clean 1

51 The salon floor is non-reflective 1



Shop
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No. ITEM 1 0 12 0 0 1 8 4 15 7 5 3 1

Layout

1 The shop is on the main circulation route 1

2 There is space between the shop shelves to accommodate a wheelchair (more than1.2m wide) 1

3 The shop has a separate room for storage 1

4 The shop can be secured from uncontrolled intrusion by the public, residents or visitors 1

5 There is space inside the shop entrance for a wheelchair turning circle more than 1500mm diameter 1

6 The distance between the opening edge of the door and any adjacent wall is more than 300mm 1

Building Elements
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7 The colour of the shop door contrasts with the colour of the surrounding walls 1 1

8 The shop door has a non-reflective satin or matt finish 1 1

9 The colour of the shop door handle contrasts with the colour of the door 1 1

10 The shop door furniture has a non-reflective finish 1 1

11 The shop door handle is easy to operate (D-shape, L-shape, lever handle) 1

12 The shop door opens with minimum pressure 1

13 The shop threshold is flush with general floor level 1

14 The shop door has a clear opening more than 800mm wide 1

Fittings
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15 The shop is provided with a counter 1

16 The counter can be seen from the shop entrance 1

17 The counter is away from the shop entrance 1

18 The counter is wheelchair accessible 1

19 The shop has provision for safe and secure cash handling facilities 1

20 The shop shelves are more than 550mm and less than 1400mm from floor level 1

Environmental Design
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21 The shop has natural light 1 1

22 There are shading devices for S, E, W facing windows 1 1

23 The shading devices can be used by people working in the shop 1

domain weighting



24 The shading devices fully cover the window(s) 1 1

25 The shop has natural ventilation 1

26 The shop window(s) has a lock 1

27 The shop window(s) can be opened by easily operated controls more than 750mm and less than 1200mm from floor level 1 1

28 The artificial light is well distributed with no areas of deep shadow 1 1

29 The shop light fittings conceal the light source 1 1

30 The direction of the lighting in the shop can be controlled 1 1

31 The electric light illuminance is more than 300 lux 1

32 The shop has additional task lighting 1

33 The shop has mechanical ventilation 1

34 The shop has a radiator or under floor heating 1

35 The radiator or underfloor heating has a low surface temperature 1

36 The room or radiator has an individual thermostatic temperature control 1

37 There are no wall-mounted electric heaters present 1

38 There are no portable electric heaters present 1

39 The shop background temperature is more than 21 and less than 23 deg C 1

Services and Systems
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40 The shop has an alarm call 1

41 The shop has a smoke detector 1

42 The counter has a telephone point 1

Finishes
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43 The shop is decorated in light colours with a matt finish 1

44 The shop floor is non-reflective 1

45 The shop floor is non-slip 1

46 The shop floor is easy to clean 1



Laundry
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No. ITEM 0 2 11 7 0 0 12 5 10 0 7 1 2

Layout

1 The laundry is on the ground floor 1

2 The laundry cannot be overlooked by the living units 1

3 The laundry has comfortable seating 1

4 Wheelchairs can be integrated into the laundry’s seating arrangements 1

5 The laundry is provided with at least 2 washing machines 1

6 At least 1 washing machine is supplied with a sluice cycle option 1

7 The laundry is provided with at least 1 tumble dryer 1

8 The washing machines are mounted on a plinth 1

9 The laundry has storage for washing powder 1

10 The laundry has storage for washing baskets 1

11 The laundry has a sink 1

12 The laundry is provided with an ironing board 1

13 The laundry has separate resident and staff areas 1

14 There is space inside the laundry for a wheelchair turning circle more than 1500mm in diameter 1

15 The distance between the opening edge of the door and any adjacent wall is more than 300mm 1

Layout - Drying Court
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16 There is direct access from the laundry to an adjoining external drying court 1 1

17 There is space within the drying court for a wheelchair turning circle more than 1500mm in diameter 1

18 The drying court is screened off 1

19 The door to the drying court has a clear opening more than 800mm wide 1

20 The drying court threshold is flush with general floor level 1

Building Elements
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21 The colour of the laundry door contrasts with the colour of the surrounding walls 1

22 The laundry door has a non-reflective satin or matt finish 1

23 The colour of the laundry door handle contrasts with the colour of the door 1

24 The laundry door furniture has a non-reflective finish 1
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25 The laundry door handle is easy to operate (D-shape, L-shape, lever handle) 1 1

26 The laundry door opens with minimum pressure 1 1

27 The laundry threshold is flush with general floor level 1

28 The laundry door has a clear opening more than 800mm wide 1

Environmental Design
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29 The laundry has natural light 1

30 There are shading devices for S, E, W facing windows 1 1

31 The shading devices can be operated by the people using the laundry 1

32 The shading devices fully cover the laundry windows [Glossary 4.20] 1 1

33 The laundry has natural ventilation 1

34 The laundry window(s) has a lock 1

35 The laundry window(s) can be opened by easily operated controls fixed more than 750mm and less than 1200mm from floor 
level 1 1

36 The electric light illuminance is more than 200 lux 1

37 The laundry has mechanical ventilation 1

38 The laundry has radiators or under floor heating 1

39 The radiator or underfloor heating has low surface temperature 1

40 The room or radiator has an individual thermostatic temperature control 1

41 There are no wall-mounted electric heaters present 1

42 There are no portable electric heaters present 1

43 The laundry background temperature is more than 21 and less than 23 deg C 1

Services and Systems
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44 The laundry has an alarm call 1

45 The laundry has a heat/smoke detector 1

46 The laundry light switches are more than 1000mm and less than 1200mm from floor level 1

Finishes
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47 The laundry is decorated in a light colour with a matt finish 1

48 The laundry floor is non-reflective 1

49 The laundry floor is non-slip 1

50 The laundry floor is easy to clean 1 1



Storage
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No. ITEM 3 0 0 0 0 0 3 0 0 0 0 0 0

Layout

1 There is communal storage space for residents to store bulky objects such as suitcases and tools 1

2 There is communal space for residents to deposit furniture not currently used to furnish their living unit 1

3 There is storage space to hold goods delivered to the scheme 1

4 There is communal space near the main entrance for residents to park their electrical scooter and to transfer to a wheelchair 1

5 There is communal space for residents to store their wheelchairs near the main entrance 1

6 There is communal space for a recharging system for electric scooter batteries 1

Services and Systems
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7 The storage space has a smoke detector 1

8 The storage room light switches are more than 1000mm and less than 1200mm from floor level 1
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Refuse store
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No. ITEM 5 2 3 0 0 0 7 1 0 0 0 0 0

Layout

1 The refuse store is on the ground level 1

2 The route(s) from all living units to the refuse store are under cover 1

3 The route(s) from all living units to the refuse store is level 1

4 The refuse stores are connected to the floors above ground level by chutes 1

5 The refuse store has direct access to the outside for refuse collection 1

6 There is space for a wheelchair turning circle more than 1500mm in diameter 1

7 The distance between the opening edge of the door and any adjacent wall is more than 300mm 1

Building Elements
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8 The refuse store door opens with minimal pressure 1

9 The refuse store threshold is flush with the general floor level 1

10 The refuse store has a clear opening more than 800mm wide 1

11 The refuse store(s) has external doors 1

Fittings
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12 There is provision for recycling paper 1

13 There is provision for recycling glass 1

14 There is provision for recycling metal 1

15 There is provision for recycling compostable waste 1

16 There are refuse bins that can be accessed by wheelchair users more than 750mm and less than 1200mm from floor level 1

Environmental Design
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17 The refuse store has natural ventilation 1

18 The refuse store has mechanical ventilation 1

Services and Systems
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19 The refuse store has a smoke detector 1

20 The refuse store light switches are more than 1000mm and less than 1200mm from floor level 1

21 The refuse store has a floor drain 1 1

Finishes
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22 The refuse store flooring is non-slip 1 1

23 The refuse store flooring is easy to clean 1 1

24 The refuse store walls are easy to clean 1 1



General circulation
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No. ITEM 1 5 0 0 0 0 0 0 6 6 0 2 0

Layout

1 It is possible to reach the refuse store from all living units without crossing lounges or dining areas 1

2 It is possible to reach the laundry from all living units without crossing lounges or dining areas 1

3 The assisted bathroom is accessed via private rather than communal thoroughfares 1

4 No living units are accessed via double-banked corridors [Glossary 1.08] 1 1

5 There is a security barrier between the public area and the lifts 1 1

6 There is a security barrier between the public area and the living units 1 1

7 Different colour schemes are used to distinguish separate zones 1 1

8 Different materials or textures are used to distinguish separate zones 1 1

9 There is clear delineation of public, community and private space within the scheme 1 1

10 Public areas are more brightly lit with natural light than private areas [Glossary 1.09] 1 1

11 Public areas are indicated by their larger scale and higher ceilings [Glossary 1.10] 1 1

Services and Systems
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12 Audible alarms are supplemented with flashing beacons 1
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Main entrance
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No. ITEM 2 0 2 0 0 1 9 4 10 3 4 8 0

Layout

1 The main entrance is visible from the site entrance 1 1

2 The main entrance is accessible from the car park 1

3 The main entrance forecourt can be accessed by emergency vehicles and taxis 1 1

4 The main entrance drop off bay is long enough to allow ‘tail loading’ 1 1

5 The main entrance is protected from the weather 1

6 The main entrance and outside walk can be directly observed from the manager’s office 1

7 There is outside seating in front of the building 1

8 The outside seating provides a view of pedestrians and other activities 1

9 The building can be entered without having to use any stairs 1

10 Access to the main entrance is level or gently ramped (gradient less than 1:20) 1

11 The distance between the opening edge of the external door and any adjacent wall is more than 300mm (unless door opens 
automatically or is power-assisted) 1
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12 The main entrance doors are glazed with distinct markings to prevent people from walking into glass 1

13 The main glazed entrance doors are distinct from other glazing 1 1

14 The main entrance is distinct from the surrounding walls 1 1

15 The external doors to the building open with minimum pressure, or open automatically or are power-assisted 1

16 The external doors to the building swing close by themselves 1

17 The external door closers incorporate a delay and a final damping 1

18 The external entrance threshold is flush with the general floor level 1

19 The doorway is designed to minimise draughts 1

20 The external doors to the building have a clear opening more than 1000mm wide 1

Fittings - Signage
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21 There are written instructions outside the building explaining how to access the building 1

22 There are tactile instructions outside the building explaining how to access the building 1

Environmental Design
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23 The main entrance doors have localised lighting 1
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24 The main entrance is illuminated at night 1 1

25 The main entrance electric light illuminance is more than 300 lux 1

Services and Systems
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26 The main entrance is surveyed by CCTV 1

27 The main entrance has an entry phone system [Glossary 5.02] 1

28 The entry phone system allows visual verification [Glossary 5.03] 1

29 The entry phone system can be reached by people in wheelchairs 1

30 The entrance has a communication system with the residents’ flats 1 1

31 The main entrance door system is accessible to people with hearing impairments [Glossary 5.04] 1

32 The main entrance door system is accessible to people with speech impairments [Glossary 5.05] 1

33 Residents can remotely unlock the main entrance door from their flat 1

34 The entrance has a communication system with the manager’s office 1

35 The main entrance door can be unlocked from the manager’s office/reception 1

36 The main entrance door system uses a fob 1



Foyer
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No. ITEM 4 0 5 0 2 1 10 1 20 7 9 2 0

Layout

1 There is space inside the entrance for a wheelchair turning circle more than 1500mm in diameter 1

2 There is an informal seating inside the foyer 1

3 Wheelchairs can be integrated into the informal seating area in the foyer 1 1

4 The travel route from the main entrance to the reception point is clear of obstructions 1

5 The foyer is close to the main lift 1

6 The foyer is close to the main staircase 1

7 The foyer gives direct access to the communal dining room [Glossary 1.11] 1

8 The foyer gives direct access to the communal lounge [Glossary 1.12] 1

9 The lift and staircase are visible from the reception desk 1 1

10 The main entrance and outside walk are visible from the informal seating areas in the foyer 1 1 1

11 The reception point is visible from the main entrance 1 1

12 The reception point is not immediately adjacent to the main entrance 1

Fittings - Signage
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13 The reception point is clearly signposted 1 1

14 The travel route from the main entrance to the reception point is clearly signposted 1

15 The lift and staircase are signposted from the reception desk 1 1

16 Signs are fixed more than 1.4m and less than 1.6m from finished floor level 1

17 Lettering on signs has contrasting colour and tone from its background 1

Fittings - Handrails
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18 Handrails are provided along travel routes 1

19 Handrails do not have protruding ends that can catch on clothing or handbags 1

20 Handrails along travel routes have circular or rounded edges 1

21 Handrails are smooth to touch 1

22 Handrails are in a contrasting colour to the walls 1

Fittings - Reception Desk

23 There is a reception desk 1 1
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24 The reception desk is wheelchair accessible 1

25 The reception desk is wide enough to allow people to write/sign documents 1

26 The reception desk is fitted with an induction loop system 1

27 The reception desk is fitted with a speech enhancement system 1

Fittings - General
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28 The main entrance is furnished with a recessed, flush-to-floor cleaning mat 1

29 The foyer has a notice board 1

Environmental Design
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30 The foyer has natural light 1 1

31 The foyer receives sunlight in the morning or in the afternoon 1 1

32 The foyer receives sunlight in the morning and afternoon 1 1

33 There are shading devices for S, E, W facing windows 1 1

34 The shading devices can be operated by people using the foyer 1

35 The artificial light is well distributed with no areas of deep shadow 1

36 The foyer light fittings conceal the light sources from view 1

37 The foyer is illuminated at night 1 1

38 The foyer electric light  illuminance is more than 200 lux 1

39 The reception desk has localised lighting 1

40 The notice board has localised lighting 1

41 The foyer has a radiator(s) or underfloor heating 1

42 The radiator or underfloor heating have low surface temperature 1

43 The foyer has no wall-mounted electric heaters 1

44 The foyer background temperature is 21 deg C 1

Services and Systems
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45 The foyer has a smoke detector 1

Finishes
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46 The foyer is decorated in a light colour with a matt finish 1

47 The floor finishes around the main entrance are slip resistant 1

48 Deep pile carpets are avoided in the main entrance and foyer 1



Internal
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Layout

1 The corridors are wide enough to accommodate two wheelchairs side by side (more than 1800mm) 1

2 Splayed or radius corners are provided at corridor junctions [Glossary 1.13] 1

3 Doors that open onto corridors are recessed 1

4 There are resting areas at less than 30m intervals along the travel routes 1

5 Electric scooter parks are available adjacent to individual living units (bay length more than 2400mm, bay width more than 
1200mm) 1

6 A corridor width more than 1800mm is maintained adjacent to the electric scooter parks 1

7 The travel route from the communal facilities to the living units is level [Glossary 1.14] 1

Building Elements
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8 Doors to rooms off the travel routes have a matt finish 1 1

9 Doors to rooms off the travel routes are decorated in colours that contrast with the surrounding walls 1 1

10 All doors on travel routes have flush thresholds 1

11 Fire doors along travel routes have automatic hold open closers or have power-assisted opening 1

12 All fire exits on the ground floor have level access 1 1

13 Fire extinguishers, radiators etc. are recessed and do not protrude into corridors 1

Fittings - Handrails
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14 Handrails are provided along travel routes 1

15 Handrails do not have protruding ends that can catch clothing or handbags 1

16 Handrails along travel routes have circular or rounded edges 1

17 Handrails along travel routes are smooth to touch 1

18 Handrails are in a contrasting colour to the walls 1 1

Fittings - General
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19 There are distinctive internal landmarks at less than 30m along the travel routes [Glossary 3.03] 1 1

20 Significant points along the travel route(s) are highlighted [Glossary 3.04] 1 1

Environmental Design

pr di
g

co
m

pc so
c

ex
t

ac
c

ph
y

se
n

de
m

sa
f

se
c

w
c

21 Corridors are illuminated with natural light 1 1

22 S, E, W facing windows are free from obstruction to direct sunlight 1 1
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23 There are external reference views visible from the circulation space [Glossary 4.20] 1 1

24 The travel routes have views of outside or internal courtyard(s) 1 1

25 The travel routes windows provide a view of the open sky 1 1

26 The travel route windows overlook outdoor spaces where there is human activity 1

27 The view from the travel route windows consists of near and distant features of interest 1 1

28 The view from the travel route windows consists of natural features (e.g. trees, water) 1 1

29 The view from the travel route windows is free from obstructions, e.g. a blank wall 1 1

30 Blinds are fitted on windows at the end of corridors 1

31 The artificial light in the travel routes is well distributed with no areas of deep shadows 1 1

32 The electric light illuminance is more than 200 lux 1

33 The illuminance for daylighting measured at floor level in the darkest part of the circulation space is more than 10% of the electrical 
light illuminance 1

34 Internal circulation spaces have radiators or underfloor heating 1

35 Radiators or underfloor heating have low surface temperature 1

36 The internal circulation space background temperature is 21 deg C 1

Environmental Design - Seating Areas
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37 There are communal seating areas in circulation spaces [Glossary 3.05] 1

38 Seating area 1 has window(s) with a view of the open sky 1 1

39 Seating area 1 has window(s) that overlook outdoor spaces where there is human activity 1

40 Seating area 1 has window(s) with a view of near and distant features of interest 1 1

41 Seating area 1 has window(s) with a view of natural features 1 1

42 Seating area 1 has a daylight factor more than 2 1

43 Seating area 2 has window(s) with a view of the open sky 1 1

44 Seating area 2 has window(s) that overlook outdoor spaces where there is human activity 1

45 Seating area 2 has window(s) with a view of near and distant features of interest 1 1

46 Seating area 2 has window(s) with a view of natural features 1 1

47 Seating area 2 has a daylight factor more than 2 1

48 Seating area 3 has window(s) with a view of the open sky 1 1

49 Seating area 3 has window(s) that overlook outdoor spaces where there is human activity 1

50 Seating area 3 has window(s) with a view of near and distant features of interest 1 1

51 Seating area 3 has window(s) with a view of natural features 1 1

52 Seating area 3 has a daylight factor more than 2 1



53 Seating area 4 has window(s) with a view of the open sky 1 1

54 Seating area 4 has window(s) that overlook outdoor spaces where there is human activity 1

55 Seating area 4 has window(s) with a view of near and distant features of interest 1 1

56 Seating area 4 has window(s) with a view of natural features 1 1

57 Seating area 4 has a daylight factor more than 2 1

Finishes
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58 Shiny floor finishes are avoided along travel routes 1 1

59 Deep pile carpets are avoided on circulation routes 1



External covered
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No. ITEM 0 0 0 0 0 1 5 2 9 4 4 0 0

Layout

1 Travel routes are wide enough to accommodate two wheelchairs side by side (more than 1.8m) 1

2 Doors that open onto travel routes are recessed 1

3 There are resting areas at less than 30m intervals along the travel routes 1

4 Electric scooter parks are available adjacent to individual living units 1

5 A travel route width more than 1.8m is maintained adjacent to the electric scooter parks 1

6 The travel route from the communal facilities to the living units is level 1

Building Elements

pr di
g

co
m

pc so
c

ex
t

ac
c

ph
y

se
n

de
m

sa
f

se
c

w
c

7 Doors to rooms off the travel routes have a matt finish 1

8 Doors to rooms off the travel routes are decorated in colours that contrast with the surrounding walls 1

9 All doors on travel routes have flush thresholds 1

Fittings - Handrails
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10 Handrails are provided along travel routes 1

11 Handrails do not have protruding endings that can catch clothing or handbags 1

12 Handrails along travel routes have circular or rounded edges 1

13 Handrails along travel routes are smooth to touch 1

14 Handrails are in a contrasting colour to the walls 1

Environmental Design
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15 There is a view of the open from sky travel routes 1 1

16 The travel route overlooks outdoor spaces where there is human activity 1

17 The travel routes offer views of near and distant features of interest 1 1

18 The view from the travel routes consists of natural features (e.g. trees, water) 1 1

19 The view from the travel routes is free from obstructions, e.g. a blank wall 1 1

20 The artificial light in the travel routes is well distributed with no areas of deep shadows 1

21 Electric light illuminance is more than 200 lux 1
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External uncovered
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No. ITEM 0 0 0 0 0 0 2 0 4 2 3 1 0

Layout

1 Pedestrian access routes from living units to communal facilities are more than 1800mm wide 1

2 The travel route from the communal facilities to the living units is level 1

3 Significant points along the travel route(s) are highlighted 1 1

4 The main entrance to the communal facilities building can be seen from public thoroughfares 1 1

Fittings - Signage
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5 The signposts to the main entrance can be seen from all approaches to the communal facilities building 1

Environmental Design
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6 Connecting pedestrian access routes from living units to communal facilities are well lit without creating contrasting pools of light 
and darkness 1

7 Security lighting is provided along the approach to the communal facilities building 1

8 Safety lighting indicates paths, ramps and steps 1

Finishes
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9 The paths from living units to communal facilities are made from firm and durable materials 1

10 The paths from living units to communal facilities have non-slip surfaces 1
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Stairs

pr di
g

co
m

pc so
c

ex
t

ac
c

ph
y

se
n

de
m

sa
f

se
c

w
c

No. ITEM 0 0 0 0 0 0 3 1 9 1 11 0 0

Building Elements

1 The stairs have less than 12 closed risers in a flight 1

2 All stairs have a rise at least 150mm and less than170mm 1

3 The width of the stairs is more than 1200mm 1

4 The stairs are enclosed to prevent people walking underneath 1

Fittings – Handrails
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5 Handrails are provided on all flights of stairs 1

6 Handrails do not have protruding ends that can catch clothing or handbags 1

7 Handrails along travel routes have circular or rounded edges 1

8 Handrails along travel routes are smooth to touch 1

9 Handrails are in a contrasting colour to the walls 1

10 All stairs have a balustrade 1

11 All stair balustrades are between 900mm and 1000mm in height 1

12 All landings in the scheme have a balustrade 1

13 All landing balustrades are between 900mm and 1100mm in height 1

Environmental Design
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14 The stairs are illuminated with natural light 1 1

15 Blinds are fitted on windows at the top or bottom of stairs 1

16 Electric light illuminance is more than 100 lux on the stair tread 1

Services and Systems
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17 The stair lights are fitted with automatic sensors 1

18 There is stair light switch on each landing 1

19 Stair light switches are visible in the dark 1

Finishes
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20 There is no glare from shiny floor finishes on the stairs 1

21 The colour of the steps contrasts with the adjacent walls 1

22 The walls around the stairs are decorated in a light colour with a matt finish 1
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23 There are tactile warnings at the top and the bottom of the stairs 1

24 The stairs have contrasting nosings [Glossary 6.03] 1



Lift
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No. ITEM 0 0 0 0 0 0 7 4 13 2 3 0 1

Layout

1 There are at least two lifts 1

2 Lifts are provided in the ratio of at least 1 lift to 30 living units 1

3 The lifts are stretcher lifts (more than 2.1m internal length) 1

4 There are seats provided immediately adjacent to the lift(s) 1

5 Electric scooter parks are available adjacent to the lifts on the ground floor 1

6 There is an area more than 1.8m x 1.8m outside the lift to manoeuvre electric wheelchairs in addition to the normal corridor width 1

7 There is a service lift 1

Building Elements
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8 The lift doors are more than 1m wide 1

9 The lift door opening time is long enough to allow wheelchairs to manoeuvre [Glossary 2.07] 1

10 There is a handrail inside the lift 1

Environmental Design
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11 There is a good level of lighting inside the lift 1

12 The waiting area for the main lift has localised lighting 1 1

Services and Systems
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13 The lift has an emergency communication system 1

14 The emergency communication system gives visual indication to confirm that calls have been received [Item N/A for walk-
through version of EVOLVE Tool] 1

15 The emergency communication system has an induction coupler for hearing aids  [Item N/A for walk-through version of EVOLVE 
Tool] 1

16 The lift call buttons are of contrasting colour and tone from their background 1

17 The lift call buttons have tactile reading systems [Glossary 5.06] 1

18 The lift controls outside the lift are mounted more than 1150mm and less than 1350mm from finished floor level 1

19 The lift controls inside the lift are of contrasting colour and tone from their background 1

20 The lift controls inside the lift have tactile reading systems 1

21 The lift controls inside the lift are mounted more than 1150mm and less than 1350mm from finished floor level 1

22 There is a visible signal outside the lift indicating the location of the lift [Glossary 5.07] 1

23 There is an audible signal outside the lift indicating the location of the lift [Glossary 5.08] 1
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24 There is a visible signal inside the lift indicating the location of the lift 1

25 There is an audible signal inside the lift indicating the location of the lift 1

Finishes
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26 The walls and floor inside the lift have non-reflective finishes [Glossary 6.05] 1

27 The lift doors are distinguishable in colour and tone and from their surroundings 1 1

28 The lift interior has a slip resistant floor 1



Scheme Manager's office
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No. ITEM 0 2 11 0 0 3 7 4 19 14 1 7 4

Layout

1 The scheme manager’s office is on the main travel route 1

2 The scheme manager’s office is visually linked to the main entrance 1

3 The scheme manager’s office is located adjacent to the care manager’s office 1

4 The scheme manager’s office can be secured from uncontrolled intrusion by the public, residents or visitors 1

5 There is acoustic privacy within the scheme manager’s office 1

6 There is space in the scheme manager’s office for a desk 1

7 There is space in the scheme manager’s office for a computer table and chair 1

8 There is space in the scheme manager’s office for a telephone and a fax machine 1

9 There is space in the scheme manager’s office for two visitors’ chairs 1

10 Wheelchairs can be integrated into the seating arrangements inside the manager’s office 1

11 The scheme manager’s office is provided with tea making facilities 1

12 There is room in the scheme manager’s office for secure document storage, such as lockable filing cabinets 1

13 There is provision for safe and secure cash handling facilities 1

14 There is space inside the scheme manager’s office entrance for a wheelchair turning circle more than 1500mm diameter 1

15 The distance between the opening edge of the door and any adjacent wall is more than 300mm 1

Building Elements
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16 The colour of the scheme manager’s office door contrasts with the colour of the surrounding walls 1 1

17 The scheme manager’s office door has a non-reflective finish 1 1

18 The colour of the office door handle contrasts with the colour of the office door 1 1

19 The scheme manager’s office door furniture has a non-reflective finish 1 1

20 The door handle to the scheme manager’s office is easy to operate (D-shape, L-shape, lever handle) 1

21 The scheme manager’s office door opens with minimum pressure 1

22 The scheme manager’s office threshold is flush with general floor level 1

23 The scheme manager’s office door has a clear opening more than 800mm wide 1

Environmental Design
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24 The scheme manager’s office has natural light 1 1
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25 The scheme manager’s office receives sunlight in the morning or in the afternoon 1 1

26 The scheme manager’s office receives sunlight in the morning and afternoon 1 1

27 The scheme manager’s office window(s) has a view of the open sky 1 1

28 The scheme manager’s office window(s) overlooks outdoor spaces where there is human activity 1

29 The view from the scheme manager’s office window consists of near and distant features of interest 1 1

30 The view from the scheme manager’s office window consists of natural features 1 1

31 The view from the scheme manager’s office window is free from obstructions, e.g. a blank wall 1 1

32 The sill height is less than 600mm above floor level 1 1

33 There are shading devices for east, west or south facing windows 1 1

34 The shading devices can be operated by the people using the scheme manager’s office 1

35 The shading devices fully cover the window(s) 1 1

36 There are blinds for any internal office window(s) 1

37 The scheme manager’s office has natural ventilation 1

38 There are window locks on the scheme manager’s office window(s) 1

39 The scheme manager’s office window(s) can be opened by easily operated controls fixed more than 750mm and less than 
1200mm from finished floor level 1 1

40 The artificial light in the scheme manager’s office is well distributed with no areas of deep shadow 1 1

41 The light fittings in the scheme manager’ office conceal the light source from view 1 1

42 The lighting in the scheme manager’s office can be dimmed 1 1

43 The electric light illuminance is more than 200 lux 1

44 The scheme manager’s office has radiators or under floor heating 1

45 The radiator or underfloor heating has a low surface temperature 1

46 The room or radiator has an individual thermostatic temperature control 1

47 There are no wall mounted electric heaters 1

48 There are no portable electric heaters 1

49 The background temperature in the scheme manager’s office is 18 degrees C 1

Services and Systems
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50 The scheme manager’s office is equipped with a CCTV monitoring system 1

51 There is a system for direct communication with the scheme manager at the main entrance 1

52 There is a system for direct communication with the scheme manager on every floor 1

53 The scheme manager’s office light switches are located more than 1000mm and less than 1200mm from finished floor level 1



Finishes
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54 The scheme manager’s office is decorated in a light colour with a matt finish 1



Care Manager's office
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No. ITEM 0 2 11 0 0 3 7 4 19 14 1 2 4

Layout

1 The care manager’s office is on the main travel route 1

2 The care manager’s office is located adjacent to the scheme manager’s office 1

3 The care manager’s office can be secured from uncontrolled intrusion by the public, residents or visitors 1

4 There is acoustic privacy within the office 1

5 There is space in the care manager’s office for a desk 1

6 There is space in the care manager’s office for a computer table and chair 1

7 There is space in the care manager’s office for a telephone and a fax machine 1

8 There is space in the care manager’s office for two visitors’ chairs 1

9 Wheelchairs can be integrated into the seating arrangements inside the care manager’s office 1

10 The care manager’s office is provided with tea making facilities 1

11 There is room in the care manager’s office for secure document storage, such as lockable filing cabinets 1

12 There is space inside the care manager’s office entrance for a wheelchair turning circle more than 1500mm diameter 1

13 The distance between the opening edge of the door and any adjacent wall is more than 300mm 1

Building Elements
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14 The colour of the care manager’s office door contrasts with the colour of the surrounding walls 1 1

15 The care manager’s office door has a non-reflective finish 1 1

16 The colour of the office door handle contrasts with the colour of the office door 1 1

17 The care manager’s office door furniture has a non-reflective finish 1 1

18 The door handle to the care manager’s office is easy to operate (D-shape, L-shape, lever handle) 1

19 The care manager’s office door opens with minimum pressure 1

20 The care manager’s office threshold is flush with general floor level 1

21 The care manager’s office door has a clear opening more than 800mm wide 1

Environmental Design
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22 The care manager’s office has natural light 1 1

23 The care manager’s office receives sunlight in the morning or in the afternoon 1 1

24 The care manager’s office receives sunlight in the morning and afternoon 1 1
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25 The care manager’s office window(s) has a view of the open sky 1 1

26 The care manager’s office window(s) overlooks outdoor spaces where there is human activity 1

27 The view from the care manager’s office window consists of near and distant features of interest 1 1

28 The view from the care manager’s office window consists of natural features 1 1

29 The view from the care manager’s window is free from obstructions, e.g. a blank wall 1 1

30 The sill height is less than 600mm above floor level 1 1

31 There are shading devices for east, west or south facing windows 1 1

32 The shading devices can be operated by the people using the care manager’s office 1

33 The shading devices fully cover the window(s) 1 1

34 There are blinds for any internal office window(s) 1

35 The care manager’s office has natural ventilation 1

36 There are window locks on the care manager’s office window(s) 1

37 The care manager’s office window(s) can be opened by easily operated controls fixed more than 750mm and less than 1200mm 
from finished floor level 1 1

38 The artificial light in the care manager’s office is well distributed with no areas of deep shadow 1 1

39 The light fittings in the care manager’ office conceal the light source from view 1 1

40 The lighting in the care manager’s office can be dimmed 1 1

41 The electric light illuminance is more than 200 lux 1

42 The care manager’s office has radiators or under floor heating 1

43 The radiator or underfloor heating has a low surface temperature 1

44 The room or radiator has an individual thermostatic temperature control 1

45 There are no wall mounted electric heaters 1

46 There are no portable electric heaters 1

47 The background temperature in the manager’s office is 18 degrees C 1

Services and Systems
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48 The care manager’s office light switches are located more than 1000mm and less than 1200mm from finished floor level 1

Finishes
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49 The care manager’s office is decorated in a light colour with a matt finish 1



Staff facilites
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No. ITEM 1 4 11 7 2 1 4 1 14 10 3 2 2

Layout

1 The staff room is located central to staff occupied areas 1

2 The staff room is located away from resident areas 1

3 The staff room is located with direct access to the main circulation route(s) 1

4 The staffroom has access to the outside 1

5 There are at least two dedicated toilets for staff 1

6 There is a separate changing area for staff 1

7 There is a separate staff shower 1

8 There is space where staff can eat and prepare food 1

9 The staff room is provided with a work top for suitable for preparing food 1

10 The staff room is provided with cupboard space suitable for storing food 1

11 There is space in the staff room for an upright fridge/freezer, microwave and water boiler 1

12 The staff room is provided with a stainless steel sink with hot and cold water 1

13 The staff room has a table 1

14 There is space for four people to sit comfortably at the table 1

15 The staff room is furnished with comfortable chairs 1 1

Building Elements
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16 The staff room threshold is flush with general floor level 1

17 The door(s) to the staff room has a clear opening more than 800mm wide 1

Fittings
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18 Lockers are provided for staff to securely store their belongings and clothes 1

19 The staff room is clearly signposted as a staff only area 1

20 There is space on the staff room walls for a notice board 1

Environmental Design
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21 The staff room has natural light 1 1

22 The staff room receives sunlight in the morning or in the afternoon 1 1

23 The staff room sunlight in the morning and afternoon 1 1
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24 The staff room has a view of the open sky 1 1

25 The staff room window(s) overlooks outdoor spaces where there is human activity 1

26 The view from the staff room consists of near and distant features of interest 1 1

27 The view from the staff room window consists of natural features 1 1

28 The view from the staff room window is free from obstructions, e.g. a blank wall 1 1

29 The sill height is less than 600mm above floor level 1 1

30 There are shading devices for east, west or south facing windows 1 1

31 The shading devices can be operated by the people using the staff room 1

32 The shading devices fully cover the window(s) 1 1

33 The staff room has natural ventilation 1

34 There are window locks on the staff room window(s) 1

35 The staff room window(s) can be opened by easily operated controls fixed more than 750mm and less than 1200mm from 
finished floor level 1 1

36 The artificial light is well distributed with no areas of deep shadow 1 1

37 The light fittings in the staff room conceal the light source from view 1 1

38 The electric light illuminance is more than 200 lux 1

39 The staff room has radiators or under floor heating 1

40 The radiator or underfloor heating has a low surface temperature 1

41 The room or radiator has an individual thermostatic temperature control 1

42 There are no wall mounted electric heaters 1

43 There are no portable electric heaters 1

44 The background temperature in the staff room is 18 degrees C 1

Services and Systems
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45 The staff room is provided with an emergency call system 1

46 The staff room is provided with a telephone 1

47 There are power points for a fridge/freezer, microwave and water boiler 1

Finishes
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48 The staff room is decorated in a light colour with a matt finish 1



Catering kitchen
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No. ITEM 0 3 0 0 0 0 4 0 0 0 3 0 0

Layout

1 There is a separate entrance to the kitchen 1 1

2 Access to the kitchen avoids the need to utilise public access routes 1 1

3 There is direct access to the kitchen from a goods yard 1

4 There is a goods receiving area at the kitchen entrance 1 1 1

Building Elements
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5 The kitchen threshold is flush with the general floor level 1

6 The kitchen entrance door is more than 1050mm wide 1
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Scheme boundary
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No. ITEM 0 1 0 0 0 0 0 0 0 2 0 3 0

1 There are trees planted along the boundary 1

2 There is secure side fencing 1

3 There are lockable full-height fencing side gates 1 1

4 There is secure rear fencing 1 1
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Site and location: entrance
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No. ITEM 0 1 0 0 0 0 2 4 0 0 10 1 0

1 There is a separate vehicle entrance to and exit from the scheme 1

2 There is a separate entrance for delivery vehicles 1 1

3 There is access for delivery and emergency services vehicles 1

4 The access points to the scheme do not interfere with busy junctions 1

5 The access points are located in the best position to see on-going traffic 1

6 The road design and layout restrict vehicle speeds when approaching the scheme 1

7 There is an power-assisted gate at the driveway entrance to the scheme 1

8 The gate at the driveway entrance has an audible warning when it is opening and closing 1

9 There is a space for a vehicle to wait for the gate to open without causing an obstruction to other traffic 1

10 The road design and layout within the scheme restrict vehicle speeds 1

11 There is a separate pedestrian entrance to the scheme 1

12 The pedestrian entrance to the scheme is wheelchair accessible 1

13 There is a gate at the pedestrian entrance to the grounds 1

14 The gate at the pedestrian entrance can be opened in both directions 1

15 The gate at the pedestrian entrance has easy to use handles (D-shape, L-shape, lever handles) on both sides of the gate 1

16 The gate at the pedestrian entrance has a lock which is easy to operate (e.g. fob) 1

17 The opening system of the gate at the pedestrian entrance is more than 900mm and less than 1200mm from finished floor level 1

domain weighting



Parking
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No. ITEM 5 0 1 0 0 0 9 0 4 0 3 2 2

1 There is car parking for residents 1

2 There is dedicated car parking for people with disabilities 1

3 The car parking for people with disabilities is closest to the building entrance(s) 1

4 There is car parking for staff 1

5 There is car parking for visitors (professional & relatives) 1 1

6 There is parking for emergency vehicles in front of the building’s main entrance 1

7 Individual parking spaces are easy to see with the bays signed on the surface and with vertical signs 1

8 Private and public car parking spaces are clearly signed 1

9 Individual car parking spaces are more than 2.4m x 4.8m in area 1

10 Individual car parking spaces have a firm even surface 1

11 Individual car parking spaces for people with disabilities are more than 3.3m x 4.8m in area 1

12 Parking spaces are less than 50m travel distance from the building 1

13 Traffic routes are clearly distinguishable from pedestrian routes through use of texture and colour 1

14 Pedestrian crossings are more than 1200mm wide 1

15 At all crossing points the kerbs have dropped sections 1

16 Tactile indicator paving is used at the crossing points 1

17 Connecting pedestrian access routes from the car park to the building are well lit without creating contrasting pools of light and 
darkness 1 1

18 Connecting pedestrian access routes from the car park to the building are weather protected 1

19 There are parking spaces for bicycles 1

20 Parking spaces for bicycles are less than 50m travel distance from the building 1 1

21 There are parking spaces for mopeds 1

22 Parking spaces for mopeds are less than 50m travel distance from the building 1 1
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